
92 EATON Commercial vehicle solutions

Specifications
Manual reset

Single Pole Thermal Type Breakers

Rating: 5-30A, 28VDC

Interrupt Rating: 2000A @ 28VDC

Operating Temperature Rating: –40°F (–40°C) to 185°F (85°C)

Storage Temperature Rating: –40°F (–40°C) to 260°F (125°C)

Materials: UL 94-V0 thermoplastic body. Tin-plated copper alloy 
terminals

Marking: Cover is color-coded to amperage ratings

Termination: 5.2mm wide blades compatible with ATC® type  
fuse blocks

Compliances: SAEJ553; SAEJ1171 (ignition protected)

Dimensions in Inches (mm)

Series 227  
ATC Circuit Breakers (low profile)
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227    XX   -  XX

Series Rating Marking
227 = 227 series 05 = 5 amps [light brown (tan)]

06 = 6 amps [moss green]
75 = 7.5 amps [brown]
10 = 10 amps [red]
15 = 15 amps [blue]
20 = 20 amps [yellow]
25 = 25 amps [white]
30 = 30 amps [green]

00 = Standard

(Consult factory for 
special marking options)

22X08-XX

22X10-XX

22X15-XX

22X20-XX

22X25-XX

22X30-XX

30 amp

25 amp

20 amp

15 amp

10 amp

7 amp

6.5 amp

5 amp

Ordering information


