
108 EATON Commercial vehicle solutions

Specifications

Bolt in style fuses

Current Rating: 30-200A

Voltage Rating: 32VDC

Interrupt Rating: 2000A @ 32VDC; 5000A@ 16VDC

Housing Material: UL 94-V0 thermoplastic

Teminal Material: Tin-plated brass

Mounting: Max torque of 35 in-lbs (4N • m)

Marking: Color-coded housings for each amperage

Compliances: SAE J1171 (ignition protected); ISO 8820-5

Dimensions in Inches (mm)

AMI Series 
SAE/ISO SF30 Fuse
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Time Current Specifications

BK-AMI  -  XXX

Series Rating
BK-AMI = AMI series 030 = 30 amps [orange]

040 = 40 amps [green]
050 = 50 amps [red]
060 = 60 amps [yellow]
070 = 70 amps [brown]
080 = 80 amps [white]
100 = 100 amps [blue]
125 = 125 amps [pink] 
150 = 150 amps [gray]
175 = 175 amps [light brown]
200 = 200 amps [violet]

% of rating
30A - 125A 150A - 200A

min max min max
75% - - 360.000s ∞
100% 360.000s ∞ - -
110% 14.400s ∞ - -
150% 90s 3.600s - -
200% 3s 100s 1s 15s
300% 0.3 3s - -
350% - - 0.3s 5s
500% 0.1 1s - -
600% - - 0.1s 1s

Ordering information


