¢k0¢ 3aIN9 LoNaoyd

SHD!IS BHH!‘I

MARATHON'

www.mar‘athnnprn.cnm

&/ &/

©2012 Marathon® Los Angeles, California U.S.A.

- 3 [ £ ” F I . i, |
tu."&'ar twitter com/marathonpro 1SS WU, facebook. com/marathonpro ‘“]H youtube.com/marathonprocom

>
>
=
I
0
&
LY
0
-
T
Ml
93]
i)
()
=
>
e
U
e
)
J
=
0
vp)

PRODUCT GUIDE 2012

Lystributed by:

Scan with any QR app

on your smartphone WWW.'m EI“Eth on pI"D C0MmM

wooa"oJdduo L3eJdecLu




JPF

-

: :
¥ v

Table of Contents

SPEAKERS

RMS™ ACTIVE SERIES 04
KVX™ ACTIVE SERIES 07
ENT™ ACTIVE & PASSIVE SERIES 09
TRIMAX™ 1200 11
ENT™ SERIES 12
JR™ SERIES 13
DJ SERIES 14
SUBWOOFERS 16
REFPLACEMENT SPEAKERS 18
PRO AUDID

ALL-IN-ONE SYSTEMS 19-20
MIXERS 20
MA SERIES AMPLIFIERS 21
DJ SERIES AMPLIFIERS 22
PROCESSORS & RACK GEAR PRODUCTS 23
MICROPHONES & HEADPHONES 25

FLIGHT ROADCASES™
COMPUTER, MEDIA & MIDI CONTROLLER CASES 27

CD PLAYER & TURNTABLE CASES 34
ALL-IN-ONE SYSTEM CASES 39
DJ CD & TURNTABLE COFFIN CASES 36
DJ MIXER CASES 46
MIXING CONSOLE CASES 47
LAPTOP & MIXER COMBO CASES 48
DJ SLANT MIXER COMBO & CARPET CASES o1
EFFECTS & AMPLIFIER RACK CASES 52
AMPLIFIER RACK CASES o3
SHOCK MOUNT RACK CASES o4
KEYBOARD, CD & LP CASES 55
MICROPHONE & UTILITY CASES 56
PLASMA MONITOR CASES Y
UTILITY TRUNK CASES 58
CASE ACCESORIES 60
E-LIGHT SERIES 61
STANDS
DJ FOLDOUT STANDS 62
LAPTOP STANDS 63
KEYBOARD & MIC STANDS 64
- SPEAKER & LIGHT STANDS 65
CRANKSTANDS
CRANK STANDS * ’ . 66
_JTRUSS

we4s TRUSS SYSTEMS 67
Legal Disclaimer: At MARATHON®, we do our best to ensure the accuracy of any product descriptions, specifications or other information (collectively, “Information”) that we
provide. However, it is possible that some of the information may contain errors or omissions. To the full extent permitted by law, MARATHON® expressly disclaims all warranties
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About

A fast surging company, on a leg for 10 years now. And still competing with the big guys to prove that they could be massive, become a threat
to this expanding industry. Continuously scoring against the malign economic occurence, Marathon® Professional, a company that is far
beyond the rest, strategically placing itself into the bar where others struggle to reach. With the right perspective, some research and
incessant product development, Marathon® will achieve to get into the mainstream in the years to come.

‘“The key to this company is to listen to what the
consumer wants with an agreeable pricing, quality
and constant advancement of our products.”

An Ideal Business Partner

Marathon® does not only secure your gears with cases, but also secures a dealer from profit and margin. We welcome dealers to sell our
products. Giving an adequate amount of margin and a reasonable value of percentage for profit makes us a good business partner.

To date, there are about 300+ SKU's in Marathon’s full-line of products. And what excites us most, is the emergence of new technology each
day such as computer and video based DJ gears that challenges Marathon’s team to research and innovate new products and become

unstoppable in the years to come

2002

was the year that brought the name MARATHON® to the music industry. It was when
two industry veterans, had an idea to sip a bit (just to see if it works) of some fortune
to the music scene. And delightedly it worked out for them.

it was when they started to get involved in the music industry for the past fifteen-years
running a specialty DJ store in Los Angeles area since 1988, Then five-years later they
decided to make their own brand, hence the birth of Marathon® Professional,

What they thought at first was to bring in a 15" dual speaker, and from then on people
kept asking for more models. And they listened. So they made a single 15" speaker
and a line of amplifiers. Until dealers were approaching to host Marathon® products.
The key to this company was to listen to what the consumer wants with an agreeable
pricing, quality and constant advancement of Marathon® products. That is why
non-stop research is intended for such a young company as Marathon® to meet up
with the big guys.

2006

was the year when MARATHON® introduced the Professional Audio Line, bringing CD
players, Mixers & Amplifiers. these products became the flag ship of the Professional
Audio Line

Since then more Marathon® products started to emerge including a line of
professional audio products such as CD players, mixers, amplifiers, and speakers.
But they didn't stop there, they started to build storage cases that ks known for as
the Flight Hoad Cases™. =

1 " As far as a music professional’s concemn, it would be a huge amount of comfort to fit

all in the gears in one strategically made case. With all protection and DJ friendly

_ case features. But with some case-making-competitors, Marathon® is different, in

terms of design and product-precise compatibility, in terms of innovative designs,
-we have made a patent- pending laptop shelf that is great and would ease a Dj's
anmew as to where they would place their laptop. With more products starting to
“turm up, Eﬁpﬂuraliﬁpr the computer-based DJ's, Marathon's team are designing
“ready-made" cases for a specific brand product— making it more personalized.

.-..."-:.. 'EI : |_-

2009

passed but the products that came stayed. The Black Series Cases were launched
with wide assortments to choose from; Large, medium & small format cd player
coffins that fits 10, 12 &19 inches of mixers were added to the line up including
individual mixer & cd player cases. Cases for computer media & midi controller were
also added especially for manufacturers that develops media controllers every now
& then.

2011

2010 was the year that MARATHON® brought exciting new products, the all new KVC
active series speakers and subwoofers were so competitive that the industry
considers MARATHON® as one of the leading company in the DJ & Pro Audio industry,
redesigned and much improved sound quality, We also added square truss straight
segments from 1.64 ft to 9.84 to choose from; actesories were also added.

2012

we have seen now how MARATHON® Professional become one of the n‘m]’nir‘ﬂﬁﬁﬂr' in

the Pro Audio, Music and DJ industry in 2011. This was mainly because of the
company's wide customers & distributors, nationally & internationally

as we start the year 2012, MARATHON® Professional will continue to dedicate flself in

improving its product categories & will constantly look for innovative ways to cater to,

the needs of the Pro Audio, Music and DJ Industry.
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The New Marathon® RMS-12 & 15 features lean & mean powerful sound with texture-painted 15 mm plywood enclosure. These loudspeakers are packed with incredible 1000 watts
that will surely rock the house. These loudspeakers works great with mixing, amplification and monitoring for electronic and electro—acoustic instruments that can be used for live
sound reinforcement, PA & DJ applications. Provides unwavering performance using advanced program techniques which delivers efficient lower distortion and low frequency
extension.

RVIS-12
12" TWO-WAY HIGH POWER ACTIVE LOUDSPEAKER

SPECIFICATIONS
Hugged texture-painted 13mm phywood enclosure

12" high power die-cast frame woofer

1.75" Visice Coil, 17 exit titanium compression driver
807 = 60° Coverage Pattern

smooth response with high power handling capacity
{Lang term/Max), 123d8 / 12648

Power Qutput 1000 W (500 W LF, 500 W HF) continuous
RCA (H L] imput jack

XLR input & ouwtput jack

1/4" Microphone input jack

Speaker stand pole socket

Commercial grade steel grills

Professional high-grade steel handles

Can be used as stage monitor

Dimenzions; 14" Wx13"Dx 24" H

HWS-12 Fale maunied
on 8 subwoofer

AATE- 1

RMS-12 as a Stage Monitor
Back Panel

RAMS-1551W

RMS-15
157 TWO-WAY HIGH POWER ACTIVE LOUDSPEAKER
SPECIRIGATIOMS
Texturg-painted 153mm phywood enclosure
19" high power dig-cast irame wooler
1.75" Voice Coil, 1" exit titanium compression driver
B0 x= B0° Coverage Pattern
amooth response with high power handling capacity
{Long term/Max), 123dB / 12648
Power Qutput 1000 W (500 W LF, 300 W HF) continuous
RCA (R.L) input jack
ALR input & ouwtput jack
1/4" Microphone input jack
Speaker stand pole socket
Commercial grade steel grills
Professional mgh-grade steel handles
Dimensions: 17" Wx19°Dx 30" H

Oa wwwmarathonpro.com
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High Impact Molded Polypropylene Enclosure

The New Marathon® RMS features lean, mean powerful sound with weather resistant molded polypropylene enclosure. The BMS-550 packs with incredible 550 watts and 450 watts
for RMS-450 that will surely rock the house. These powered speaker system works great with mixing, amplification and monitoring for electronic and electro—acoustic instruments
that can be used for live sound reinforcement, music playback in entertainment, and other outdoor venues. Provides unwavering performance using advanced program techniques
which delivers efficient lower distortion and low frequency extension,

RVIS-450
12" TWO-WAY POWERED SPEAKER SYSTEM
SPECIFICATIONS
High impact molded Polypropylene enclosure
1.75" Voice Coil, 17 Exit Titanium Compression Driver
80F x 60" Coverage Patiem
Smooth responss with high power handling capacity
{Long term/Max), 123dB / 12648
5 Integral suspension points
Complete mounting solutions
Power Quiput: 1000 W (500 W LF, 500 W HF) continuous
Dimensions 19" Wx 17.7°Dx 285" H
Weight: 61.7 Ibs

RVIS-550
15" TWO-WAY POWERED SPEAKER SYSTEM
SPECIFICATIONS
High impact molded Polypropylene enclosure
1.75" Voice Coil, 1" Exit Titanium Compression Driver
807 = 60° Coverage Pattern
Smooth responge with high power handling capacity
(Long term/Max), 123dB / 12648
3 Integral suspension points
Complete mounting solutions
Power Quiput: 1000 W (500 W LF, 500 W HF) continuaus
Dimensions 216" Wx 198" Dx 34" H
Weight: 7385 [bs

MARATHON' (a5




RMS™ Active Series

High Power Active Subwoofer System
Portable design with easy to carry handles and attaching brackets with 5 mounting points from the top, side and bottom for permanent suspension. Compact and Active AMS

Subwoofers comes with proprietary amplifier capabilities. Phenomenal 800 watts of amplifier power with built-in power limit protection circuit to complement the high efficient
chamber design. Precised woofer technology and ultra-high chamber design that gives faster and tighter bass response.

RMS-155W
HIGH POWER ACTIVE 15" SUBWOOFER SYSTEM

SPECIFICATIONS

Compact 13-inch, Powerful Active
Subwoofer System

Amplifiar Power; 1000 Watts Peak Power
OFF/80Hz/125Hz High Fass Filter
80 - 200Hz Low Pass Filter
Frecision Woofer Technology
Ehcient and tight bass response
Built-in power pratechion circuit
Balanced & Unbalanced signal input
Includes caster for easy transit
Dimensions: 31" Wx 20" D x 26" H
Weight: 120 Ibs

RMS-18S\W
HIGH POWER ACTIVE 18" SUBWOOFER SYSTEM
SPECIFICATIONS
Compact 18-inch, Powerful Active
Subwoofer System
Amplifier Power: 1000 Watts Peak Power
QFF/B0Hz/125Hz High Pass Filter
80 - 200Hz Low Pass Filter
Precision Woofer Technology
Efficlent and tight bass response
Bult-in power protection circuit
Balanced & Unbalanced signal input
Includes caster for easy transit
Dimensions: 205" Wx 24" Dx 305" H
Weight: 137 Ibs

0O wwwmarathonpro.com




2-Way Bi-Amp Texture Coated
The Marathon KVA senes speakers is boastful for giving out a supreme resonant sound, Compared to other loudspeakers, it 1s lightweight and has a 1000 Watt peak power handling.
Every model is equipped with high quality HF woofers for unbeatable performance. Regardless of it's size, the KVX series works great for both amateur and sound professional alike.

Crafted with flawless bi-amplified textured enclosure, these KVX subwoofers delivers power to up to 2000 Watts. Giving a loud and deep sound. The recessed handles makes it a litle
bit easier to transport wherever the gig may be. And with the pole mount stand, attaching amy KVX 2-way enclosures makes it the perfect companion for a live sound performance.

KVX-12
12" TWO-WAY POWERED SPEAKER SYSTEM

SPECIFICATIONS
200W RMS, 10000 Peak Power Handling

Frequency Kange: 60Hz - 20KHz

Maximum Seund Pressure Level 12148

Woofer Impedance: 8 ohms

Hom Dispersion: 807 = g0°

Connectors: Balanced XLR line input with pass-thru XLA
Electronic Crossover Frequency: 1.8KHz

Dimensions: 14" Wx 14.25" Dx 24.5" H

Weight 71 Ibs

KVX-12 as a Stage Monitor

KVX-15

15" TWO-WAY POWERED SPEAKER SYSTEM
SPECIFICATIONS
200W RMS, 1000 Peak Power Handling
Frequency Range: S0Hz - 20KHz
Maximum Sound Pressure Level: 121dB
Woofer Impedance: 8 ohms
Hom Dispersion: 80 x« 60°
Connectors: Balanced XLR ling input with pass-thru XLA
Electronic Crossover Frequency: 1.8KHz
Dimensions: 12"Wx 125" Dx 21.75"H
Weight 78 Ibs

MARATHON' A~




KUX™ Active Series

Crafted with flawless bi-amplified textured enclosure, these KVX subwoofers delivers power to up to 2000 Watts. Giving a loud and deep sound.
The recessed handles makes it a little bit easier to transport wherever the gig may be. And with the pole mount stand, attaching any KVX 2-way
enclosures makes it the perfect companion for a live sound performance.

KVX-15SUB

HIGH POWER ACTIVE 15" SUBWOOFER SYSTEM
SPECIFICATIONS
System Power Rating: 1000W RMS / 2000 W Peak
Frequency Range: 40Hz - 250Hz
Maximum Sound Pressure Level: 13248
Woofer Magnet 60 oz
Low Frequency Driver: 2.5° (63.3mm) Voice Coil
Crossower Frequency Adjust: 55Hz - 200Hz
Recessed Handles
Metall Grillz
Includes caster for easy transit
Dimensions: 172" Wx 215" Dx 21.5"H
Weight 65 Ibs

reoparra H W OH - BB
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KVX-18SUB
HIGH POWER ACTIVE 18" SUBWOOFER SYSTEM
SPECIFICATIONS
system Power Rating: 1700W RMS / 2000 W Peak
Frequency Range: 37Hz - 250Hz
Maximum Sound Pressure Level: 132dB
Woofer Magnet 60 oz
Low Frequency Driver: 3" (76.2mm) Voice Coil
Crossover Frequency Adjust 55Hz - 200Hz
Recessed Handles
Metall Grills
Includes caster for easy transit
Dimensions: 22048" Wx 228" Dx 268" H
Weight: 105 Ibs

08 wwwmarathonpro.com



ENT™ Active Series

These Active 2-Way Powered Speaker monitors offers built-in amp with 800 watts for the ENT-15P and 600 watts for the ENT-12P. The other models have 250 watts to 150 watts
for the small but amazing ENT-10P & ENT-8P. Features such as Durable ABS construction for strong overall speaker protection with microphone quarter inch input jack & RCA input
jack to receive balance and unbalance signals. Adjustable volume control on the RCA line input with high and low tone level contral. The ENT Powered Serles also has a high quality
die-cast frame woofer and external features such as fly points to connect your speakers in different angles. Metal grill and heavy duty oversized handles for easy moving.

ENT-8P ENT-10P ENT-12P

ACTIVE 8" TWO-WAY ABS LOUDSPEAKER ACTIVE 10" TWO-WAY ABS LOUDSPEAKER ACTIVE 12" TWO-WAY ABS LOUDSPEAKER

P ST -
s v g s [y e

ENT-15P

ACTIVE 15" TWO-WAY ABS LOUDSPEAKER

SPECIFICATIONS
&° 2-way loudspeaker, 150 Watts
Durable ABS construction
Volume cantral RCA line input
Volume contral mic input
Fuse jack, Power input jack
Line input jacks receives both signals
Line output 14" jack balance +4dB
nput signal overload indicatos
Power swilch
Voltage selector switch / AC: 115V/60Hz
Fly points and Metal grill
Side handle for easy carry
Stand mount sockets
Microphone %7 input jack,
can recaive unbalanced signal
Microphone XL input jack,
can receive balanced signals
HCA (R, L) input jack, can receive both
balanced & unbatanced sqnals
Hi tone level control, +/-12dB raising
attenuation at 3, 5kHz
Low tone level control, +/-12dB raising
attenuation at 100Hz
Dimensions: 11.4"WxB.7/"Dx 163" H
Weight: 18 Ibs

SPECIFICATIONS
10" 2-way budspeaker, 250 Watts
Durable ABS construction
Volume contral RCA line input
Volume control mic input
Fuse jack, Power input jack
Line input jacks receives both signals
Line output 14" jack balance +4dB
Input signal overtoad indicator
Power switch
Voltage selector switch /AC: 115V/e0Rz
Fly points and Matal grill
Side handle for easy carry
Stand mount sockats
Microphone Y™ input jack
can receive unbatanced signal
Microphone XLR input jack, can receive
balanced signals

HCA (R,L) input jack, can receive both bal

anced & unbatanced signals

Hi tone level control, +/-12d8 raising at
tenuation at 3, 5kHz

Low fone level control, +/-12dB raising
attenuation at 100Hz

Dimensions: 14" Wx 108" Dx 197" H
Weight: 27.1 Ibg

SPECIFICATIONS

127 2-way houdspeaker, 600 Walts
Durable ABS construction

Volume confrol RCA line input

Vodume confrel mic input

Fuse jack, Power input jack

Line input jacks recenes both signals
Line output 14" jack balance +4dB
Input signal overload ndicator

Power switch

Voltage selector switch /AC: 115ViE0Hz
Fly points and Metal grill

Side handle for easy carry

Stand mount sockets

Microphone '° input jack, can receive
unbalanced signal

Microphone XL input jack

can receive balanced signals

HCA {R.L) input jack, can recemve both bal
anced & unbalanced signals

Hi tone level control, +/-12dB raising at-
tenuation at 3.5kHz

Low tore level control, +/-12dB raising
attenuation at 100Hz

Dimensions: 162" Wx 122" Dx 228" H
Weight 37.5 Ibs

SPECIFICATIONS
157 2-way loudspeaker, 800 Watts
Durable ABS construction
Volume contral BCA line input
Volume contral mic input
Fusa jack, Power input jack
Line input jacks receives both signals
Lime owtput 147 jack balance +4dB
Input signal overload indicator
Power switch
Voltage selector switch / AC; 115V/60Hz
Fly paints and Metal grill
Side handle for easy carry
stand mount sockets
Microphone 14" input jack,
can recene unbatanced signal
Microphomne XLR input jack
can recepe balanced signals
RCA (R.L) input jack, can receive both
balanced & unbalanced signals
Hi tone level control, +/-12dB raising
attenuation at 3. 5kHz
Low tone level control, +/-12dB raising
attenuation at 100Hz
Dimensions: 179" Wx 158" Dx 2/ H
Weight 51.6 Ibs

ENT ™ Passive Series

The ENT-Series Passive speakers offers 600 watts for the ENT-12 and 800 watts for the ENT-15. Reliable sound power on the dance floor or wherever you want to perform with these
high quality passive speakers. Amazing features such as stand mount sockets for that elevated sound. Flypoints and easy carmry side handle for playing in different locations, Metal
grill with black finish to protect your speaker and Heavy duty ABS construction,

ENT-8 ENT-10

PASSIVE 8" TWO-WAY LOUDSPEAKER PASSIVE 10" TWO-WAY LOUDSPEAKER

SPECIFICATIONS SPECIHCATHONS
8" 2-way loudspeaker, 150 Watts 107 2-way loudspeaker, 250 Watts
Impedance: 8 ohms Impedance: 8 ohms
Frequency Range: S0Hz - 20kHz Frequency Range: 45Hz - 20kHz
Compression Driver; 17 Hom Compression Driver; 1.33" Hom
Durable ABS construction Durable ABS construction
115V £ 230V switchable 15V 7 230V switchable
Dimensions: 114" WxB8 7 Dx 165" H Dimensions: 14" Wx 106" Dx 197" H
Weight: 18 lbs Weight 27.1 lbs

ENT-12

PASSIVE 12" TWO-WAY LOUDSPEAKER

SPECIFHICATIONS

12" 2-way loudspeaker, 500 Watts

Stand mount sockats

Dual 4" and dual speakon connectivity
Fly points / Metal grill / Side handies
Durable ABS construction

115V J 230V switchable

Dimensions: 16.5" Wx 122" D x 228" H
Weight 37.5 |bs

ENT-15

PASSIVE 15" TWO-WAY LOUDSPEAKER

SPECIFICATIONS
15" 2-way loudspeaker, 800 Watts
Stand mount sockets
Dual %" and dual speakon connectivity
Fiy points / Metal grill / Side handles
Durable ABS construction

12V / 230V switchable

Dimensions: 17.9"Wx 158" Dx 27" H
Weight 51.6 Ibs

MARATHON' Ao
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Built-in USB/SD player

ENT-12PUSBE ENT-15PUSB

ACTIVE 12" TWO-WAY ABS LOUDSPEAKER ACTIVE 15" TWO-WAY ABS LOUDSPEAKER
WITH USB/SD MP3 PLAYER WITH USB/SD MP3 PLAYER

SPECIFICATIONS SPECIFICATIONS

ENT-10PUSB

ACTIVE 10" TWO-WAY ABS LOUDSPEAKER
WITH USB/SD MP3 PLAYER

SPECIFICATIONS

ENT-8PUSB

ACTIVE 8" TWO-WAY ABS LOUDSPEAKER
WITH USB/SD MP3 PLAYER

SPECEFICATIONS

8° 2-way loudspeaker, 480 Watts

Built in Mp3 Player with USEB & 50 card Siot
Durable ABS construction

Volume contral RCA line input

Volume control mic input

Fuse jack, Power input jack

Ling input jacks recenves both signals
Line output ¥4° jack balance +4dB
Input signal overload indicato

Power swiltch

115V / 230V switchable

Fly points and Metal grill

Side handle for easy canry

Stand mount sockets

Microphone 14" input jack,

can receive unbalanced signal
Microphone XLR input jack,

can receive balanced signals

RCA (R.L) input jack, can receive bath
balanced & unbalanced signals

Hi tone level control, +/-12dB raising
attenuation at 3.5kHz

Low tone level control, +/-12dB raising
attenuation at 100Hz

Dimensions: 11.4"Wx87"Dx 165"H
Weight: 18 Ibs

10 www.marathonpro.com

10" 2-way loudspeaker, 540 Watts

Built in Mp3 Player with USB & SD card Slot
Durable ABS construction

Volume contral RCA line input

Vedume contral mec input

Fuse jack, Power input jack

Line input jacks receves both signals
Line output 14" jack balance +4dB

Input signal overload mdscator

Power switch

115V / 230V switchable

Fly points and Metal gril

Side handle for easy carry

Stand mount sockets

Microphone 14" input jack

can receive unbalanced signal
Microphone XLR input jack, can receive
balanced signals

RCA (R,L) input jack. can receive both bal-
anced & unbalanced signals

Hi tone level control, +/~12d8 raising at-
tenwation at 3.5kHz

Low tone level control, +/-12dB raising
attenuation at 100Hz

Dimensions: 14" Wx 106" Dx 197" H
Weight: 27.1 Ibs

12" 2-way loudspeaker, 800 Watts

Built in Mp.3 Player with USB & S0 card Slot
Durable ABS construction

Volume contral RCA line input

Volume control mic input

Fusa jack, Power input jack

Line input jacks recewves both signals
Line cutput 4" jack balance +4dB

Input signal overload indicakar

Power switch

115V / 230V switchable

Fly points and Metal grill

Side handle for easy carry

Stand mount sockets

Microphone " input jack, can receive
unbalanced signal

Microphone XLR input jack,

can recaive balanced signals

RCA (R.L) input jack, can receive both bal-
anced & unbalanced signals

Hi tone level control, +/-12dB raising at-
tenuation at 3.5kHz

Low tone level control, +/-12dB raising
aftenuation at 100Hz

Dimensions: 165" Wx 122" D x 228" H
Weight 37.5 [bs

15" 2-way loudspeaker, 1200 Watts
Built in Mp3 Player with USE & 5D card Slot
Durable ABS construction

Volume contral RCA line input

Vetume control mec input

Fuse jack, Power input jack

Line input jacks recenes both signals
Line output 4" jack balance +4dB
Input signal overioad indicator

Power switch

115V / 230V switchable

Fly points and Metal gril

Side handle for easy carry

Stand mount sockels

Microphone %" input jack

can receive unbalanced signal
Microphone XLR input jack

can receive balanced signals

RCA (RL) input jack. can receive both
balanced & unbalanced signals

Hi tane level control, +/-12d8 raising
attenuation at 3.5kHz

Low tone level control, +/-12dB raising
attenuation at 100Hz

Dimensions: 179" Wx 158" Dx 27" H
Weight: 51.6 |bs
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The TRIMAX-1200 is an active 3-piece system composed of a pair of 10" 2-way satellite speakers and a powered 15-inch subwoofer.
The TRIMAX-1200 2-way Satelllite speaker features a full range 10" woofer with 3" x 7" compression horn that delivers crystal clear sound.
Powered 15" subwoofer with exceptional low end. Great quality sound in a compact casing for both live and DJ applications.

TRIMAX™ 1200

ACTIVE THREE-PIECE SYSTEM

OVERALL SPECEFICATIONS
Bazs amplifier output 400W RMS / B00W peak power
Satellite amplifier output 100W RMS / 200W peak power
Balanced 14" phono or cannon type XLK signal input jack
Fanel mounted fuse holder, Ground lift, Power indicator and switch
Sensitivity controls for subwoofer, Ch 1 and Ch 2 Satellite
Two speed built-in fan, 110-120VAC / 220-240MAC (switchable)
Includes one (1) pair speakon to speakon 15 cables

TWO-WAY SATELLITE

SPECIFICATIONS The satellite speakers can be pole mounted on a speaker
10" Full range woofer and 3° x 77 compression hom stand. Compact and easy to transport with four 2.5"
Frequency Range 100Hz - 20KHz ; rubber wheels for the subwoofer and a durable textured |
Fole or Standmount cup black finish topped off with heavy duty steel front grills !
Four large rubber feel for ultimate speaker protection, ‘
Speakon style input connection |
Textured black finish
Dimensions: 12°Wx 10"D x 17.5°H

Weight: 18 bs per satellite

The bass amplifier output consists of 400 watts RMS /
800 watts peak power. Satellite amplifiers output section
delivers 100 watts RMS / 200 watts peak power,
Professional features include the speakon style
connectors and versatile built-in sensitivity controls for
the subwoofer.

POWERED SUBWOOFER

SPECIFICATIONS
15" Subwoofer, 8 ohms
Frequency Range 50Hz - 100KHz
Band-pass cabinet design
HD full front metal grille
Built-in recessed handies
Top pole mount cup
Four 2,57 rubber wheels
Four large rubber feet
Speakon style output connections
Textured biack finish
Dimensions: 23.50°Wx 18"D x 26"H
Weight: 17 Ibs

Powered Subwoofer Heavy-Duty Casters Recessed Handles
Sensitivity Controf

ooD2L-XVIWIE.L

Stibwooter Rear Panel
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ENT™ Entertainer Series

The Entertainer Series deliver outstanding sound and power performance at an affordable price. These speakers provide extra low end range
with its 15" die cast woofer and superior compression driver.

ENT-115 | ENT-115V2

SINGLE 15" TWO-WAY LOUDSPEAKER
SPECIFIGATIONS
Power Handling: 1000 Watts Peak
Impedance: 8 ochms nominal
1" Compression Driver
Frequency Response: 45Hz - 20kHz
Dual %" inputs and dual speakon inputs
High quality black carpet finish (regular version)
Large surface mount
Kecessed Handles
Metal Grill & Metal Corners
Equipped with die-cast woofer
Speaker pole mount
Dimensions: 12" Wx 125" D x 21.75" H
Weight 78 Ibs

ENT-115
(CARPETED)

*Black taxtured Bareh a0 modsls sackng Wwallh "2~

ENT-115V2
(TEXTURED)

ENT-215 | ENT-215V2
DUAL 15" TWO-WAY LOUDSPEAKER
SPECIFIGATIONS

Power Handling: 2400 Watts Peak

Impedance: 4 ochms nominal

2" Compression Drver

Frequency Response: 45Hz - 20kHz

Dual %" inputs and dial speakon inputs

High quality black carpet finish (regular version)

Large surface mount

Recessed Handles

Metal Gnll & Metal Corners

Equipped with die-cast woofer

Speaker pole mount

Dimensions: 18" Wx 19"Dx 46" H

Weight 110 Ibs.

“Black fextured frisk on meodals sandbrg with 2%

ENT-275
(CARFETEL

ENT-215V2
(TEXTURED]

12 www.marathonpro.com
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The JR Series speakers offer excellent performance, quality and value at a price that’s unbeatable. These high powered speakers feature special
crossovers to obtain unsurpassed high and low end frequency.

The JR-115 is a trapezoidal 15 inch loudspeaker
system best for your live sound, dance floor and other
cool performances. Features include the elegant
carpet finish and recessed handles for easy moving.

The JR-125 speaker system is in demand to DJ's with
powerful features, 2400 watt speaker that delivers
awesome kick and great sound. High frequency
compression driver that is built to last and will
out-perform other brands.

The JR-118 subwoofer system has a 1400 watts peak
power capability that will surely give a majestic boom
onyour dance floor, capable of very high output levels
for professional sound applications such as live
concert sound, nightclubs, churches, theme parks,
efc.

JR=-115

COMPACT SINGLE 15" TWO-WAY
PORTABLE LOUDSPEAKER SYSTEM
SPECIFICATIONS

JR-125

COMPACT DUAL 15" TWO-WAY
PORTABLE LOUDSPEAKER SYSTEM
SPECIFICATIONS

JR=-118

COMPACT SINGLE 18"
PORTABLE SUBWOOFER SYSTEM
SPECIFICATIONS

Peak Power Capacity: 1000 Watts

Power Capacity: 250 Watts

Nominal Impedance: 8 ohms

Hrequency Hange (-10 dB): 3aHz - 20kHz
Frequency Response: (=3 dB) 50Hz - 12.5&Hz
Sensitivity (1w [ 1m). 97 dg SPL
Lrossover Frequency: 1.6 kHz

Equipped with die-cast frame woofer
Dual ¥4 " inputs and dual speakon inputs
Durable black carpet finish

Metal grills

Hecessed handles

apeaker pole mount

Dimensions: 18.5"Wx 17" Dx 27.75"H
Weight 61 Ibs.

Peak Power Capacity: 2400 Walls

Power Capacity: 800 Watts

Nominal Impedance: & ohms

Frequency Hange [-10 dB). 35Hz - 20kHz
Frequency Response (=3 dB): 45Hz - 12kHz
sensitivity (1w / 1m}; 100 d8 SFL
Crossover Frequency: 2 kHz

Equipped with die-cast frame woofer
Dual %" inputs and dual speakon inputs
Durable black carpet finigh

Metal grills

Becessed handles

speaker pole mount

Dimensions: 185" Wx 17" D x 43.25" H
Weight 24 Ibs.

Peak Power Capacity: 1400 Walts

Power Capacity: 350 Watts

Nominal Impedance: 8 ohms

18" compact low frequency subwoofer

3" Voice Coi

Frequency Kange (-10 dB): 38 Hz - 300 kHz
Frequency Besponse: (+3 dB) 55 Hz - 300 kHz
Equipped with die-cast frame woofer

Digal 37 inputs and dual speakon inputs
Durable black carpet finigh

Metal grills

Recessed handles

Last aluminum pole mount cup
Dimensions: 20°Wx 21.7°Dx 23.8°H
Weight 71 Ibs.

MARATHON'
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Three-way loudspeaker

The [J Senes are elegant, versatile loud speakers with superor power and sensitivity for live performances and other UJ applications. Power handling ranging from 2000 Watts to
600 Watts, these speakers will suit your needs. The outstanding 17" horn offers clear and loud sound complimented by five tweeter for ultimate audio experience. The speakers comes
with Metal Grill and metal corners for protection. Durable and heavy duty recessed handles for easy moving. Elegant black carpet finish for all models.

DJ-123

SINGLE 12" THREE WAY LOUDSPEAKER

SPECEFICATIONS
Power Handling: 600 Watts

mpedance; 8 ohms

Frequency Responss: 40hz-22khz
Dual " imput

17" x Horm, Five 3.5" tweeters
High quality carpet

Hecessed Handles

Metal Comers

Metal Grill

Speaker pole mownt

Uimensions; 117/.20" Wx 14" Dx 30" H
Weight: 45 |bs

DJ-2153
DUAL 15" THREE WAY LOUDSPEAKER
SPECEFIGATIONS

Power Handling: 1200 Watts

mpedance: 4 ohms

Frequency Hesponse:

Shz-20khzDual Y " input

17" % Horn, Fve 3.5° tweeters

High quality carpet

Hecessed Handles

Metal Comers

Metal Grill

Speaker pobe mount

Dimensions: 215" Wx 17" Dx 52" H
Weight:85 Ibs

14 www.marathonpro.com

DJ-153

SINGLE 15" THREE WAY LOUDSPEAKER

SPECIHCATIONS
Power Handling: 600 Watts

impedance: 8 ohms

Frequency Response: 40hz-22khz
Dual %" input

17" % Hom, Five 3.5" tweeters
High quality carpet

Recessed Handles

Metal Corners

Metal Grill

speaker pole mount

Dimensions: 215" Wx 175" D x 32.25"H
Weight 65 |bs

DJ-2183
DUAL 18" THREE WAY LOUDSPEAKER
SPECIFICATIONS

Fower Handling: 2000 Watts

Impedance: 4 ohms

Frequency Response: 40hz-22khz

Dual %" input

17" % Hom, Fve 3.5" tweeters

High quality carpet

kecessed Handles

Metal Carners

Metal Grill

speaker pole mount

Dimensions: 23" Wx 19" Dx 56" H

Weight 115 lbs




Two-way Trapezoid Loudspeaker

The DJ Series 2-way provides intense power for live sound and music applications. These single trapezoid loudspeakers offers 400 Watts & 200
Watts of power. These compact units will give sound that will boost energy to the crowd on the dance floor.

DJ=-1502
COMPACT SINGLE 15" TWO-WAY
TRAPEZOID LOUDSPEAKER

DJ-1202

COMPACT SINGLE 12" TWO-WAY
TRAPEZOID LOUDSPEAKER

SPECIHCATIONS
Power Handling: 200 Watts Peak
mpedance: 8 ohms
Frequency Response: 40hz-20khz
Dual W™ Input
High quality carpet finish
Recessed Handles
Metal Comners
Matal Grill
Speaker pale mount
Dimensions: 12" Wx 18" D x 28" H
Weight 40 Ibs

DJ-115

COMPACT SINGLE 15" THREE-WAY
TRAPEZOID LOUDSPEAKER
SPECIFICATIONS

15" woofer with high temperature voice coil

Two super bullet tweeters

Dual super hom mid/tweater

Dual 1/4" Input

Heawy duty handies

Sensitivity: 100db

Frequancy response: S0Hz - 1800 Hz

mpedance: & Ohms

opeaker pole mount

Weight 40 Ibs.

SPECIFICATIONS
Power Handling: 400 Watts Peak
Impedance: 8 ohms
Frequency Response: 40hz-20khz
Dual 4" Input
High quality carpet finish
Recessed Handles
Metal Comers
Metal Gril
Speaker pole mount
Dimensions 15" Wx 18" Dx 28" H
Waight:45 Ibs

DJ-215

GOMPACT DUAL 15" THREE-WAY
TRAPEZOID LOUDSPEAKER
SPECIFICATIONS

Two 15" woofers with high temperature

WILE OIS

hegh compression dynamic hom

Three bullet tweslers

3'1‘-.'-3'5' GIosOver

Dual 154" Input

Carpet finish

Heavy duty handles

Frequency responge: 30Hz-2000 Hz

Impedance: 8 Ohms

Sensitivity: 108db

Speaker pole mount

Weight: 60 Ibs

MARATHON'
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The Sub Series Speakers delivers superior power that makes a huge difference and creates a whole complete sound. Features such as black
coated metal grill and corners for overall protection. These subwoofer system are perfect for the dance floor and other functions that requires a
big and clear ultra-performance sound. Wheels for easy transport when travelling from one gig to another and a beautiful black carpet finish.

SUB-18X | SUB-18XV2 :

=SINGLE 18" SUBWOODFER SYSTEM
SPECIFICATIONS

. Power Handling: 2400 Wafts Feak

- Impedance: B chms

. Frequency Response: 40hz - 20KHz

- High Powered Compression Driver

- Dual W " inputs and dual speakon inputs :
- Heavy Dufy Handles

. High Quality Carpet Finish (Regular version)

- Metal Gril

- Metal Comers

. Dimensions: 24" Wx 24" Dx 28.5° H

- Weight: 85 |bs

“Black textured frash on models ending with *¥2™

SUE-18X12

VL-36 | VML-36VvV2
FOLDED HORN 18" SUBWOOFER SYSTEM
SPECIFICATIONS
. Power Handling: 2400 Watts Peak
« Impedance; & chms
Frequency Response: 40hz - 20KHz
. High Powered Compression Driver
Dual ¥ inputs and dual speakon inputs
Heavy Duty Handles
- High Quality Carpet Finigh (Regular version)
« Metal Gl
Metal Comers
- Dimensions: 31" Wx 22" Dx 34" H
Weight: 0 lbs

“Black textwrad fnisk on models anding with “¥2"

ML-3512

B-18X
SINGLE 18" SUBWOOFER SYSTEM
SPECIFICATIONS
« Power Handling: 1000 Wakls Peak
. Impedance; & chms
« Frequency Hesponsa: 40hz - 20KHz
« High Powered Compression Dimeer
Dual ¥ inputs and dual speakon inputs
. Heavy Duty Handles
« High Quality Carpet
- Metal Gril
« Mietal Cormers
Dimensions: 20°Wx 225" Dx 275" H
- Weight: BS |bs

1 www.marathonpro.com



Dual Subwoofer Systems
Marathon's sub Senes offers superior power that makes a huge difference and creates a whole complete sound. Features such as black coated metal grill and corners for overall

protection. Ihese subwooter systems are perfect for the dance floor and other functions that requires a big and clear ultra-performance sound. Both have the same excellent features
like dual speakon input, " input connectors. Wheels for easy transport when travelling from one gig to another and a beautiful black carpet finish.

o
.HEEE..EE:E:“E.L-"

B-1818X

DUAL 18" SUBWOOFER SYSTEM

SPECIFICATIONS
Power Handling: 2000 Watts Peak Heavy duty top metal handles
impedance: 4 ahms High quality carpet finish
Frequency Response: 40hz - 300hz Metal grill and Metal comers
Duzl Y& " inpufts and dual speakon inputs Dimensions: 24" Hx 24" Dx 28" W
Recessed wheels Weight 165 Ibs

—= - P ——

SUE-T8T 5KV

SUB-1818X | SUB-1818XV2

DUAL 18" SUBWOOFER SYSTEM
SPECIFICATIONS

Power Handling: 4000 Watts Paak Heavy duty top metal handies

Impedance: 8 ohms High Quality Carpet Finish (Regular version)
Frequency Response: 40hz - 300hz Metal grill and Metal comers

Dual %" inpufs and dual speakon inputs Dimensions: 24" Hx 24" D x 48" W
Recessed wheels Weight 175 (bs

“Black fexfwrad hsh on madals endmg weih “F2™
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TW-400
150 WATTS PIEZO DRIVER

ETW-1600
1600 WATTS TITANIUM BULLET TWEETER

TW-5000
SINGLE 18" X 9.5" HORN, FIVE 3.5" TWEETER

TWD-500
500 WATTS PIEZO DRIVER

Replacement Speakers & Woofer

TWD-600
GO0 WATTS DRIVER

BTW-1600CE
COMPLETE BOX 1600 WATTS HIGH POWER

PA-12200
HIGH POWER CAST FRAME 12" PA SPEAKER

BOO WATTS DRIVER

BTW-400
400 WATTS TITANIUM BULLET TWEETER

PA-15200
HIGH POWER CAST FRAME 157 PA SPEAKER

ETW-500
500 WATTS TITANIUM BULLET TWEETER

PA-18200
HIGH POWER CAST FRAME 18" PA SPEAKER

5@ 60

TWD-700
700 WATTS COMPRESSION DRIVER

TWD-800

PA-18500
COMPLETE BOX 1600 WATTS HIGH POWER

PA-12200
PA-15200
PA-18200
PA-18500
PA-1250
PA-1550
PA-1870
PA-B8100
PA-10100
PA-12100
PA-15100
PA-18100

TW-400

TWD-S500
TWD-800
TWD-700
TWD-800

BTW-1800

BTW-1800CB

BEBTW-400
BTW-500
TW-5000

Power Handling: 2000 Watts Peak
Power Handling: 2000 Watls Peak
Power Handling: 2000 Watis Peak
Power Handling: 2000 Watls Peak
Power Handling:600 Watts Peak
Powar Handling: 500 Watls Paak
Power HandBing:600 Watls Peak
Power Handling: 400 Watls Peak
Power Handhng: 600 Watls Peak
Power Handling: 1000 Watls Peak
Power Handling: 1000 Watls Peak
Power Handling: 1000 Watls Peak

Power Handling: 150 Watiz Paak
Power Handling: 300 Watts Peak
Power Handling: 600 Watts Peak
Power Handling: 700 Watls Peak
Power Handling: 300 Watts Peak

Power Handling: 1600 Watts Peak
Power Handling: 1600 Watis Peak
Powvar Handling: 400 Watls Peak
Power Handling: 200 Watls Peak
Power Handling: 500 Watts Peak

PA-12100
HIGH POWER CAST FRAME 12" PA SPEAKER

PA-15100
HIGH POWER STAMP FRAME 157 PA SPEAKER

SPEAKER COMPONENTS

Impedance; & ohms
Impedance: & ohms
Impadance: 8 ohms
Impedance: B ohms
Impedance: & chms
Impadance; & ohms
Impedance: & ohms
Impedance: & ohms
Impedance: & ohms
Impedance: & ohms
Impedance: 8 ohms

Impadance: & ohms

Impedance: & ohms, 17 Throat
Impedance: 8 ohms, 17 Throat
Impedance: 8 ohms, 17 Throat
Impedance: 8 ohims, 17 Threat

Fraquancy Response: 30k - JkHz
Frequency Response: 20k - JkHz
Frequency Response: 35k - 2kHz
Frequancy Response: 20k - JkHz

PA-18100
GO0 WATTS HIGH POWER BULLET

Low Fraquancy Diriver / Cast Frame Basket / 47 Vaoica Coil

Low Frequency Driver / Cast Frame Basket / 47 Voice Coil
Low Frequency Driver / Cast Frame Basket / 4" Voice Coil
Low Frequency Driver f Cast Frame Baskel / 57 Vodce Coil

High Power Stamp Frame 12" PA Speaker / 2" Voice Cail
High Power Stamp Frame 157 PA Speaker / 2" Vaice Cail
High Power Stamp Frame 18" PA Speaker / 2" Voice Coil
High Power Stamp Frame 37 PA Speaker [ 3" Voice Coil
High Power Stamp Frame 10" PA Speaker /3" Vaice Cail

Fraquancy Response: 20k - TkHz
Frequency Response: 30k - 3kHz
Frequency Response: 20k - IkHz

COMPRESSION DRIVERS & REPLACEMENT VOICE COILS
Impedance: 8 ohms, 17 Throat

Frequency Response: 1.5k - 22kHz
Frequency Response: 1.5k - 20kHz
Frequency Response: 1.5k - 20kHz
Frequency Besponse: 2k - 20kHz

Frequency Response: 1.5k - 18kHz

BULLET TWEETER & TWEETER BOXES

Impedance: & chms
Impedance: 8 ohms
Impedance: & ohms
Impedance: B ohms

Impadance: & chms

Frequency Response; 2k - 25kHz
Frequency Response: 2k - 25kHz
Frequency Response: Zk - 20kHz
Frequency Response: 2k - Z5kHz
Frequency Response: 1k - 20kHz

Loww Fraquancy Driver / Cast Framea Basket / 3.757 Voice Coil
Low Frequency Driver / Cast Frame Basket / 3.75" Voice Coil

Low Fraquency Driver / Cast Frame Basket [ 3.757 Vaice Coil

Sensitivity (1W / 1M): 11248
Sensitivity (1W £ 1M): 105dB
Sensitwity (1W £ 1M): 105dB
Sensitivity (1W 7 1M): 107dB
Sensitivity (1W / 1M): 10248

Sensttivity: 114dB/w/m
Sensitwity: 114dBw/m
Sensitivity: 104dBAwm
Sensitivity: 105dBMm

Throught Diameter: 1"
Throught Dsameter: 1"
Throught Diameter: 17
Throught Diameter: 1"
Throught Dsameter: 1"

{25mm)
{25mm)
{25mm)
{25mm)
{25mm)

2.8" Titanium Super Tweeter

2.8" Titanium Supear Tweeter

1" Titanium Super Tweelar

1.5" Titanivm Super Tweelar

High Power Horn / Twester Box  Single 12" x 8.5 Hom
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DCVI-2000 VIKII

All-in-One CD Mix Station

The DCM-2000MEIl PROFESSIONAL Dual CD Player and Mixer with Pre-Amp is an all-in-one convenient, compact and rugged unit. Easy to read and well laid out controls, make
this CD/Mixer combination the perfect choice for the seasoned professional and novice alike. Simple direct track access, pitch bend (like pushing + or dragging — the CD), Pitch
Slider (speed range from -12% up to +12%), Search (engages jog wheel for quick and easier music search), Single or continuous play CD option, Repeat your favorite track button,
choose to display time played or time remaining, Loop your favorite part of the CD on demand at the push of a button. Connect an external Turntable, portable MP3 / Mini-Disc /
DVD Audio / iPod / Cellphone or any audio source with RCA audio connections at the back or 3.5mm connections (located on top for quick & easy hookup) Channel 1 and 2 fader
with adjustable gain to better match equal levels of volume and 3 adjustable equalization knobs, to fine tune the desired levels of High, Mid, and Low range frequency for Channels
1 and 2. Master level output controls minimum and maximum output to your amplifier or powered speakers. DJ / Microphone level knob adjustment (rear DJ / Microphone 4"
phono plug or XLR cannon type connection). Adjustable Headphone CUE level (for monitoring / preview of music source beforehand). Professional “Balanced” XLR style Left and
Right outputs for superior sound quality and great for longer signal runs.
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Lrossiader EL Controls Jog Wheel Seamfess Loop Fitch Shder

FEATURES SPECIFICATIONS
Blue Backlight LCD Display Crossfader control CD play & pause Frequency Response: 20Hz - 20KHz
LED Qutput meters Anti-shock system 3.5mm AUX input jack for MP3 player Signal / Noise Ratio: (-85 dB)
LD, mic and ling inpuks, Phong ALH Balanced output Harmonic Distortion: 0.15%
Pitch control & Pitch bend 2-Channel RCA master output Sampling: 44.1 KHz, Oversampling: Bx
Cantral function with rubberized buttan 2-Channel REC output Load impedance: more than 47k ching
Upen / Close, Play / Fause, stop, Lue, Skip =, +10, s=arch =, [ime 3 Band EQ (HighMd/Low) with Gain control speed edge (pitchl (=12%)
Single / Continuous, Repeat, Program CUE on and off switch for each channel Dynamic: 80 dB, Cross talk: 60 db
Loop and Reloop (In & Out) Frequency response: 20Hz - 20KHz Lineal guantification:24 bits
Jog (Searching =), Pitch = [12%) oM ratio; 6B Power supphy: 110 - 230V AL 20W
Jog wheel Total harmonic distortion: 0.1% Dimensions: 20" Hx 10.25" Dx 5" W
Removable crosstades Power Source: 110 - 230V Weight 14 Ibs

Available Flight Road Cases

i MA-DCM MA-DCMaU
Rear Connectivity Case for DCM-2000 MKII Carpe for DCM-2000 MKI with 4U rack space
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DCVI-3000
Professional CD/USB/SD Mix Station with Digital Scratch Effects
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FEATURES
Digital Scratch, Brake and Reverse
MP3 /103 Tag + Folder Search
cD, USB, 5D input
Compatible with CD, CO-R, and MP3
Supports multi-parfitions for external hard disks
(FAT 16/32)
Crassfader control with Fader Start
Built-in tap beat (BPM) counter
Slot-in type CD mechanism
Fitch VR adjust the desired speed
Fedder and frack encoder selection
Seamless loop

DJVI-102
4-Channel Mobile DJ, Club Mixer with Digital Echo & Sound Effects

DJM-102 Mixer features B digital sound effects with speed, volume, and FX cue controls. Digital echo with variable delay, repeat, and level control, 2 Microphone Inputs, & Line and
2 Turntable inputs, 14" & XLR front mounted microphone inputs, individual gain control and cue selectors for each channel, 3-band EQ and Kill Buttons on Microphone channels with
Talk over for the DJ's Microphone, Master Output has both 14" and RCA connections, Dual 10-Band Equalizer for dialing in Bass, Vocals and Highs, Effects send and Return Loop, User
replaceable and fully assignable crossfader. Echo Section, Adjust the Echo by using the rotary Repeat and Delay knobs. These effect can be used for the MIC 1 & MIC 2 inputs, and
PGM signals by turning on the Echo Assign Switch.

20 seconds Anfi-shock system

Phana [/ Line / Mic input

XLR output

Single / continuous play mode

Control function button: openclose, play/
pause, cue, search =, bme
single/continue, scratch, loop/reloap {inf
ouf), pitch = (16%)

2 channal BCA master output / 2 chanmel
REC output [ 2 channel

2 channel Mixer and 3 band EQ control

MA-DCM3K

Case for DL 3000

SPECIFICATIONS

Type: Dual compact disc player with integrated
audio mixer

Disc Type: Standard compact discs

Time Display: track elapsed / track remain / total
remain

Variable pitch: £16% slider with resume switch
Fitch bend: =16% maximiem

Instant start: within 0.03 sec.

Bass [ Mid / High (Channel 1-2); £12dB

Gain (Channel 1-2); 0 - 20dB

Headphone impedance: 32 Ohm

FEATURES

B Digital Sound Effects with Spead, Volume and Cue Controls

2 Turntable Inputs with Ground Screw
2 Mic Inputs, Up 1o 8 Line Inputs

3 Band EQ + Frequency Kill Butions on Mic Channels
Digital Echo with Variable Delay, Repeat and Level
Individual Channel Gain Control & Cue Selectus

Dusal 10-Band Graphic Equalizer
Red Light lluminated Power Switch

Blue LED Levied Display Meters

Blue Light lluminated Faders

Effects Send / Return Loop
Assignable A'B Removable Crossfader
Front Panel XLR 14" Combo Mic Jack
Talkover Switch for DJ Mic

Weight 8 Ibs

Masker, Record, Zone & Headphone Qutputs
Master & Jone Faders and Balance Controls

Available Flight Road Case

MARATHOMN DCMWM-32000
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Frequency responsa: 20Hz - 20kHz
Distortion: <0.02%

S/N Ration: =80d8

Quantization: 1 Bit Linear/Channel, 3
beam |aser

Oversampling Rate: Bx

sampling frequency 44.1 kHz
Channed Separation: 55dB {1kHz)
Dimensons: 18" Wx 12" D= 525" H
Product Weight 16 lbs

Headphone Program / Cue Faders

Wa" and RCA Master Output Jacks

12V BNC Connector for Goosaneck Lamp
11072208 Switchable

Dimensgions: 19" Wx 945" D x 3.2"H
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The MA Pro Series amplifiers gives you absolute pure power that are capable of delivering superior performance for DJ and club use. Tremendous power ranging from 1300 watls
to 5000 watts in 4 ohms bridge mode. MA Series comes with set of features includes full short circuit, open circuit, thermal, soft start, DC voltage, Sub Electronic and RF protection
for your speakers to have full range continuous power. Check your output with the LED indicators {per channel) from Bridge, Parallel, Power, Clip and Protect. Complete Front 2 input
attenuators Rear Ground Lift, Mode Selection, Compressor, Panel Controls. Efficient cooling feature of front-to-back with two variable low noise speed fans to prevent overheating.
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. MA-2050 MA-3050 MA-4050 MA-5050
OUTPUT POWER 8 {ohms) 2 x 300 Watts 2 x 200 Watts 2 x 800 Watls 2 x 1200 Watts
OUTPUT POWER 4 [ohm ) 2 x 500 Watts 2 x 750 Watts 2 x 1300 Watts 2 x 1900 Watts
OUTPUT POWER 2 {ohmis) 2 x 800 Watts 2 x 1000 Watts 2 x 1500 Watts 2 x 2500 Watts
QUTPUT POWER BRIDGE 8 (ohms) 1000 Watls 1500 Watts 2000 Walts =600 Walls

OUTPUT POWER BRIDGE 4 (ohmz) 1300 Watts 000 Watts 4000 Walts S000 Walts
FREQUERCY RESPONSE AT HALF POWER 19Hz to 2okHz (+0¥-1dB]

THD + ROISE AT 1 EHZ FULL POWER, 4:1 =[,035% =0.03% <0.03% =0.03%

MO0 GOHE & TEHZ FULL POWER <0049 <0.038% <0.038% <.038%

SIGNAL TO NOISE RATIO =105d8 =102dB =102dB =102d8

SLEW RATE (input filter limited) 40V fus

DAMPING FACTOR 1KHEZ @ B ohms =400 : 1

[NPUT SENSITIATY 1.228Y Selectable (0.F7Y ¢ 1.00F 1.44Y) Selectable (0.77V / 1.00/ 1.44V) selectable (0.7 7V £ 1.007 1.44Y)
INPUT IMPEDMNCE 10K ohm Unbalanced 10K ohm Balance to ground 10K obm Balance to ground 10K ohm Balance to ground
INPUT CONNECTORS Female XLR-3 & 6.35mm TRS jack

OUTPUT CERCLAT TYPE Class AB Clags AB Class AB Class H

DUTPUT CONNECTORS 4 Pole Speakon & Binding Fost

INDICATORS Fower: 1% Blue LED, Signal 2x Green LED, Clip: 2x Red LED, Protect 1x Red LED

POWER SUPPLY VOLTAGE Voltage selectable 110/220V AC

POWER SUPPLY FUSE (2540) HA BA 104 20A
DIMENSIONS 19" x 18.7"Dx 47H 19°Wx 187" Dxa™H 19°"Wx1B./"Dx4™H 19"Wx 1B./"Dx a"H
WEIGHT 40 lbs 49 Ihs 54 Ibs T |bs

FRONT PANEL FEATURES

REAR PAMEL FEATURES

Fower LED indicators Protect LEL indicators, if the power Fower Lonnector LK Channel Dutput Connector

Fuse
Ground Lift Switch

Clip LED indicators, LED's illuminate if any amplifier's output connection is shortened, the Balanced Input Connectors (XLR)

load mmpedance s too low Mode Selector Switch

Level Controls, these control the lewel of

section of the power amplifiers are within 3dB
of clipping

Central Power Switch button

signal LED indicators, confirm the presence
of an input signal greater than 100mY

aensitvity Selector Switch
signal coming to each channel Compressor Selector Switch
Bridge LED indicators

Parallel LED indicators

MARATHON'
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Great for professional DJ & entertainers who demands power on a limited budget. Every DJ Series amplifier provides excellent performance for
all the speakers. Reliable features such as Input Gain, Ground Lift Switch to eliminate hum, Power LEDs, Channel 1 & 2 level, LED’s
indicator, Stereo, parallel mono and bridge modes, Clip indicator and each DJ Series amplifier also comes with dual speed DC fan for efficient
cooling and prevents overheating.

DJ-2000 " MARATHON'
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SPECIFICATIONS:
OUTPUT POWER 8 {ohms)

OUTPUT POWER 4 {ohans)
OUTPUT POWER BRIDGE 8 (shms)
OUTPUT IMPEDANCE BALANCE
NON-BALANCE

INPUT LEVEL

INPUT VOLTAGE

FRECUENCY

FREQUENCY RESPONSE

FAN GRILL

POWER SELECT

DIMENSIONS

FRONT PANEL FEATURES

DJ-2000

2 x 250 Watts
2 x 500 Watts
up to 2000 Watts
20K ohms
10K ohms
+4d8
116V / 230V AC
50 /60 Hz
+0, =0.2 dB, 20Hz to 20kHz
24 2 speed DC fans
110V - 120V or 2200 - 240V

19"Wx 13D x 4°H

DJ-4000

2 x 500 Walts
2 x 1000 Watts
up fo 4000 Watts
20K ohms
10K ohms
+4dB
115V / 230V AC
50 /60 Hz
+, «0.2 dB, 20Hz o 20kHz
2% 2 speed DC fans
110V - 1200 or 220V - 240V

19"Wx 13"Dx 4°H

REAR PANEL FEATURES

DJ-6000

2 x 8900 Walts
2 x 1800 Walts
up to 6000 Watts
20K ohms
10K ohms
+4dB
115V f 230V AC
80 / B0 Hz
+0, -0.2 dB, 20Hz to 20kHz
2x 2 speed DC fans
110V - 120V or 220V - 2400

19"Wx 15"Dx 4°H

Fower LEDY's, these indicators illuminate when . Fault LED's (Fault) for ampliher protechon and Mode Switch, this switch 13 used to select L'H Channel Dutput Connector
the AC main power is being supplied to detects overheating or circuit problem stereo or Bridge operation

o - I‘ . - o L |}
the amp and both channels are operationa Balanced Input Connectors (XLA)

nput Gain {dB) easy and adjustable controls Input, cannon & input jack connector to pro-
Signal Activity LED's (Signal) indicators on each channeal vide batance or unbalance input mode
illuminate when the associated channel cutput
signal level exceads 1V RMS

Mode Selector Switch

Level, Channel 1 & 2 level LED indicator Ground Lift Switch

Binding Post outputs, sheckproof binding post
are provided

-~ oy | H C er type Power Switc
Overload LED's (Clip) illuminates when the eavy duty and rocker type Fower Switch

associated channel has besen overloaded
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Cqualizers, ennancers & LOmpressors
EGQ-215
STEREO DUAL 15 BAND GRAPHIC EQUALIZER
FEATURES
OnfOff switch Input conmectors " XLA
Channal leve Qutput connectors 4" XLA
Low cut LED indicators AC voltage selector switch
Low cut switch Fuse compartment
Channel bypass LED indicators Power connection
SPECIFIGATIONS
Frequency bands 2 x 15 1/3 oclave Range +6dB, +12d8
Input impedance: 20K ohms unbalaced 40K Range filter control =12dB select
ahms balanced Power consumption 100-120v / 200-230v
S/ Ratio: =9548 S0/E0Hz
Stereo Dual 15 band Equalizer with Separate Gain controls. Individual 1/3 octave sliders for THD: 0.05% Dimensions: 19"Wx 5.9"D x 2.54"H
fine tuning each fraquency. Easy-to-read controls and LED indicators. Convenient Low Cut Channel separation: better than S0dE Weight: 5 Ibs

nd bypass swiich Qutput impedance 330ohms Max cutput level +21dB

EQ-231
STEREO DUAL 31 BAND GRAPHIC EQUALIZER

FEATIRES
OnfOff switch Input connectors 4" XLA
Channel leve Output connectors %" XLA
Low cut LED indicators AC voltage selector switch
Low cut switch Fuse compartment
Channel bypass LED indicators Power connection n
SPECIFICATIONS I-,
Frequency bands 2 x 31 1/3 octave 150 spacing Max output level +21dB n
Input impedance: 20K ohms unbalaced 40K ohms Range filter contral 1248
balanced Power consumption 100-120v [ 200-230v x
S/ Ratio: »95d8 S0/60Hz
Duzal Channel 31 band Equalizer with separate gain controls. Individual 1/3 octave shders for Channel separation: Better than 50dB Dimensions: 19"Wx 5.9"D x 3.5°H m
fine tuning each frequency. Easy-to-read controls and LED indicators. Conveniant low cut Output impedance 330ohms Weight: 7 Ibs m
and bypass switch b
i
EX-200 U
MULTIBAND SOUND ENHANCEMENT PROCESSOR n
FEATURES 0
Multiband processor control Signal input CH1, CH2
BypassProcessor switch Signal output CH1, CH2 U
Bass processor switch AC voltage selector C
Surraund Contral Fuse compariment 0
SPECIFICATIONS
Input impedance 20K balanced Frequency response 20Hz~16KHz =0.5 d8 -I
Output impedance 45 ohms, Balanced AC voltage 100-120 / B0Hz, 200-~240 / 50Hz m
Max input level 21 dBu VAC
Moise »95 dBu, THD 0.008%. 4 dBu, 1KHz Dimensions: 19"Wx 6.5°0 x 1.73"H

; : Multiband processor 1KHz~BKHz, Bass Processor 0.6 . Weight 4.3 Ibs
Multiband sound anhancemant processor is perfect for dialing @ the nght mi of thunderous

bass and crisp highs ina hurry,

compP-200
DUAL CHANNEL COMPRESSOR LIMITER / GATE

FEATURES
UnfHT switch Input connectors
Channel level Uutput connectors
Low cut LED indicators AC voltage selector switch
Low cut swikch Fuse compartment
Channel bypass LED indicators Power connection
SPECIFICATIONS
Input AF filtered servo-balanced input Compressor ratio variable (1:1 = w21}
Input impedance S0K ohms balanced, 25% ohms Aftack fime <1ms / 100d6
unbalanced Release time: 100ms / 100dB
i k - T A Ak fime E 4 |
The COMP-200 feaurc-.s channe ::\I.-.-i1:1 nn:-is.e.-;,m ng ;ar:-: hug_ﬂ |:-E:."|-:|I"1'|:_'-In|:& comoression 1o LE,:; ;r;g[!na operating level +4 dBu / -10 dBu gglﬂaa;[:;:ﬁ:;é‘; ;YIII. 1am=@10dB, sms @
Gve clear sound cmamics and pute processing Max input level 21 dBu balanced and unbalanced Auto release time program dependent, Typ.
Quiput impedance 60 ohms balanced, 30 chms 125dB J Sec
unbalanced Output vanable (-20 - +20dB)
Max output level +21dBu balanced and unbalanced Dynamic enhancer section process variable
Frequency response 0,35Hz-200KHz, +0/-3dB {off-B)
Moise =-85dBu, unweighted, 22Hz-22KHz AC Voltage 100 - 120 f60Hz or 200-240 / 50Hz
THD 0.04% typically @ +4dBu, 1KHz, Gain 1 VAC selectable
Expander [ Gatesection threshold variable {off =10 Dimension 19"Wx 6.5"Dx 1.73"H
dBuj Weight 4.3 Ibs
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Crossovers, Processors

X0-23
2 BAND STEREO CROSSOVER + SUB CONTROL

- e
i —— Iu-l'-l-. - i

_ cpas ¥
v b 1°=8

X0-23 2 Band Stereo crossover has low, high gain control and simple frequency adjustment
and separate subwooler adjustmant and gain confrol. A low cut rumble filtar and phass

XO-34
3 BAND STEREO CROSSOVER + SUB CONTROL

X0-34 3 Band Stereo Crossover has it's own level and frequency control knobs, for the low,
rmid, high and a separate mono subwoofer sutput, A bw cul rumble filter and phase

revarss outbon

MFX-100

PROFESSIONAL ECHO/REVERB PROCESSOR

MFX-100 is designed for the professional karaoke jock. [t has 29 digital reverberation effects
and echo variations. ndwidual volume contrel for each of 3 microphones, music and

FEATURES
Power switch, Phase switch
Crossover Frequency Control
LH Dutput Level Control
subwooter Dutput Level control
sub Crossover Freguency Lontrol
SPECIFICATIONS
Two-way stereo crossover plus subwoofer control
subwoofer: 50Hz-250Hz, LowMid High: 450Hz-7kHz
Filter Type: 2nd order, 12d8/Dctave
Balanced XLR and Unbalanced 14°
Frequency Response: 20Hz-25kHz, +0/-1dB
Input impedance: 10080hms, Output 220K0hms

FEATLMES
Power switch, Phase switch
MH , LM Crossover Frequency Confrol
LMH Dutput Level Control
subwroofer Dutput Level control
30Hz Low cut switch
SPECIFICATIONS
Threa-way stereo Four-way mono crogsover plus
subwoofer confrol
subwoofer, S0Hz-250Hz, LowMid High: 250Hz-6kHz
241 0dB
Filter Type: 2nd order, 12d8/0ctave
Balanced XLR and Unbalanced 14°

FEATURES
On'Dff swilich
Channel leyvel
Low cut LED indicators
Low cut switch
Channel bypass LED indicators
SPECIFICATIONS
Frequency Bands 2 x 15 1/3 Delave
Input Impedance: 20K ohms Unbalanced
40K ohms Balanced
S/N Ratio: =25dE, THD: 0.05%
Channel Separation; Better than S0dB
Max Output Level: +21d8, Range: +/6-dB, +/-12 d8

microphone bass and treble tone adjustiment. Echo section has adjustable delay, repeat
confrol. Separafe sub bass output wilh rear adjestable volume and crossover paints.

MD-800
POWER CONDITIONER

FEATURES
LED Voltage display
Qutstanding protection for your equipment
Interference fiker RFVEMI
8 AC switched outlets in rear pangl
Additional AC outlet in front paned
SPECIFICATIONS
15 amps current rating
90-140 VAC operating voltage
Line to neutral spike protection

Power conditioner featuras large LED for voltage display, dual slide out rack lights for your
gear with high/low brightness selector, B rear swithced AC outlets of power surge protection
with interference RFUEMI fiters. Corveniant front mounted switched A'C outhet and 15 amp

braaker for up to 1800W of proefection.
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Fuse Lompartment

Input Connectors 1" XLK
Dutput connectors W° XLK
AL Voltage Setector switch

=/M Ratio; =-20dB

THD; 0.05%

AC Voltage: 100-120/80Hz or 200-240/50Hz
VAC selectabls

Dimensions: 19"W x 272D x 1.73"H
Weight 4 |bs

Fuse Compartment

steren Input Conneclors
Dutput connectors

AC Voltage Selector Switch
subwoofer Dutput Connectors

Frequency Response: 20Hz-25kHr, +0/-1d48
Input impedance: 100Kahms, Qutput 220Kohms
5/M Ratio =-85dB, THD: 0.05%

AC Voltage 100-120/60Hz, 200-240/50Hz VAC
Dimensions: 19"W x 5.75"D x 1.73"H

Weight 4 Ibs

Input connectors 4" XLA
Output connectors 4" XLA
AC voltage selector switch
Fuse compartment
Power cannachon

Dutput Impedance; 330 Ohms

Range Filter Contral: +/- 12d8 Select
Power Consumpfion: 100-1200200-2304
S0/B0Hz

Dimensions: 19" Wx 59" Dx 254" H
Weight 5 Ibs

Circuit breakes

1800W at 120 VAC, 15 Amps
Ratractable rack illuminators

6 f. captive, 3 conductor plugs, 14 AWG

Dimensions 19" Wx 74" Dx 1.75" H
Weight 5.5 |bs
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DJH-1200
PROFESSIONAL HIGH PERFORMANCE DJ STEREQ HEADPHONES

These High Performance Stereo Headphones for the experienced DJ, KJ and sound professional. The Marathon® DJH-1200 features oversized 57mm drivers and large soft-pad
ear cups for superior performance and bass sound. Flexible and collapsible pivot point ear cups for free-style single ear monitoring. Generous 4 meter recoiling cable which includes
a stereo mini plug to 1/4” phono adaptor plus a second 90 degree angle adaptor and carrying bag.

FEATURES
Oversized Sfmm drivers provides outstanding frequency response
Pivoting Soft-pad ear cups
Free-style single monitoring
Collapsible design for comfort and convemence
Lightweight construction
Soft-cushed earpads made for comfort
Comes with 4-meter cable with 3.5mm sterso plug and &.3mm gold plated adaptor
*Includes carrying bag

SPECIFICATIONS
Diver Unit: 57mm Maximum Power: NdFeB
Impedance: 54 chms Magnet: 3.0mm Stereo
Sensitivity: 107dB +/- 3d8 [S.PL. at 1000Hz] Pug: 6.3mm gold plated adaptar
Frequency: SHz o 30000Hz Cord Length: 40
Response: 3500mW Waght: 9502

Wired Handheld Microphones

I'he Marathon® Dynamic Cardiotd Vocal Microphone is especially constructed for professional vocalists to use whether for live performances or studio recording. It reduces unwanted
background noise with its cardioid pickup patterns. The MA-59 includes a cable, clip, pouch, and a camying case. While the MA-595 also got the same inclusions except the
microphone itself has an on and off switch. On the other hand, the MA-58PAKS is a set of 3 MA-59 that includes clips, and a canrying case.
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MA-59S
DYNAMIC CARDIOID VOCAL MICROPHONE with SWITCH
INCLLDES

Cable, Clip, Pouch & Carrying Case

MA-59PAK3
3x MA-59 DYNAMIC CARDIOID VOCAL MICROPHONE

INCLUDES
3 pes. Clips & Carrying Case

MA-59
DYNAMIC CARDIOID VOCAL MICROPHONE
INCLUDES

Cable, Clip, Pauch & Carrying Case Pouch, Carmying Case, Cable & Cip
Included with MA-59 & MA-535
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* " Introducing the Marathon® Flight Road Cases™. Packed with features that will definitely protect your Mixers, ’, -
€D players, Midi Controllers, Amplifiers, laptops & etc. So need not to worry as to where to put that gears of yours.
We have a very special case for it that will add protection to the harsh exposure of partying. So flip through the
pages of Marathon® Flight Road Cases™ & check what's in store for you.

FATENT PENDING
LAPTOF SHELF

FRONT & BACKRAILS [

T The 26™ ANNUAL
STACKABLENETAL [ 8 : ;
BALL CORNERS _ @ : _ e MUSIC & SOUND

"Awards

Mominated for Best Cases of the Year
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MA-DDJERGO MA-DDJERGOLT

CASE FOR AMERICAN AUDIO VERSADECK MIDI CONTROLLER CASE FOR PIONEER DDJ-ERGO DJ CONTROLLER it LAPTOP SHELF

MMENSIING WENGHT: HIMENSIONS WENGHT.
125.25"Wx 16.25" Dx 85" H 20 Ibs R 26,5 W 16.25" D x 9.25" H 245 Ibs

2L Wx 115" Dx 3" H N 217" Wx 1125 Dx 3" H
I P 24" Wx 10257 D

S3aASvO avod LHOINd

MA-DDJ MA-DDJLT
GASE FOR PIONEER DDJ $1/T1 DJ CONTROLLER CASE FOR PIONEER DDJ §1/T1 DJ CONTROLLER with LAPTOP SHELF
HMENSIONG WERGHT: DIMENSIONS WEIGHT

R 30°Wx 18" Dx 85" H 25 Ibs rerof: 315" Wx 205" D x 85" H 26 Ibs

2T Wx15"Dx3"H 27" Wx15"Dx 3" H
HELF 29" Wx 16.75° D

MA-DNMC3000 MA-DNIMC3000LT
CASE FOR DENON DJ MC 3000 MIDI CONTROLLER CASE FOR DENON D MG 3000 MIDI CONTROLLER wiri LAPTOP SHELF
HMENSIING WERGHT: DIMENSIONS WEIGHT
1 vevr. mr athonpea,com | LETCT] i JET W, mara thoerpre, com | | 1
Eouspimant shanys it cade MOT incioded. Spacaioaliods e suhisct fo chaagd mthaod nobica
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MA-DNMCG0O00 MA-DNMCGO0OLT
CASE FOR DENON DJ MC 6000 MIDI CONTROLLER CASE FOR DENON DJ MC 6000 MIDI CONTROLLER wits LAPTOP SHELF
DIMENSIONS WENGHT DIMENSONS WEIGHT:
21.75"Wx17.25" D x 8" H 18 Ibs 2325 " Wx 17.25" D x 8.75" H 23 |bs
18,25" W x 14.75" D x 4.25" H ; 18,95 Wx 14.75" D x 4.25" H
21"Wx 11570
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MA-TKS2 = MA-TKSZ2LT

CASE FOR NATIVE INSTRUMENTS TRAKTOR KONTROL 52 GASE FOR NATIVE INSTRUMENTS TRAKTOR KONTROL 52 witd LAPTOP SHELF
DIMENSIONS WEIGHT DIMENSIONG WEIGHT:
20.25"Wx18°DxB5"H 17.5 |bs : 219" Wx18"Dx9"H 24 |bs
E1fZ20"Wx 115" Dx2°H 1725"Wx11.5" Dx2°H

195" Wx 12" D

MA-TKS4 MA-TKSALT
CASE FOR NATIVE INSTRUMENTS TRAKTOR KONTROL S4 CASE FOR NATIVE INSTRUMENTS TRAKTOR KONTROL $4 with LAPTOP SHELF
DIMENSIDNS WEKHT DIMENSXING WEIGHT:
22.75°Wx 19.25" Dx 8.75" H 20 Ibs 235" Wx 19.25" D x 9.75" H 245 Ibs
195" Wx 16.75" Dx 45" H qeRoR 19.5° Wx 16.75" D x 45" H

F21.25"Wx 14" D

Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd
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MA-VCI MA-VCILT
CASE FOR VESTAX VCI-300 MIDI CONTROLLER CASE FOR VESTAX VCI-300 MIDI CONTROLLER wits LAPTOP SHELF
DIMENSIONS WEIGHT: MMENSIING WEIGHT:

185 Wx 17" Dx6.25"H 10.5 lbs EROR: 20"Wx 17.5" Dx 7" H 15 Ibs

16" Wx 11" Dx 2" H NTEROR: 16" W x 11° D x 2" H

S3aASvO avod LHOINd

MA-VCIEX MA-VCIEXLT

CASE FOR VESTAX VCF300 D) MIDI CONTROLLER & VEX-1 CASE FOR VESTAX VCI-300 DJ MIDI CONTROLLER & VFX-1 witn LAPTOP SHELF
DEMENSIONS WEIGHT: HMENSIING WEIGHT:
23 Wx175"Dx6.25"H 15 Ibs EOR29.5 " Wx 17.25" Dx 8.25™ H 20.5 Ibs
C 167" Wx1525" Dx 2257 H N 167" Wx1525"Dx 225" H
425" Wx15.25" Dx 2.25° H ) 425" Wx 15.25" Dx 225 H

MA-THPN MA-THPNLT
CASE FOR VESTAX TYPHOON DJ MIDI CONTROLLER CASE FOR VESTAX TYPHOON DJ MIDI CONTROLLER witn LAPTOP SHELF
DIMENSIONS WEXGHT: DIMENSIONS WESGHT.
k16.25"Wx 15.75 D x 7.25" H 125 Ibs ROR18" W x 15.75° D x 7.5" H 17 Ibs
R 14.25"Wx 13.25" Dx 2.25" H NTERDR: 14.25° Wx 13.25" D x 2.25" H

ELF: 16" W x 10.25" D
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MA-VERSADECK MA-VERSADECKLT
CASE FOR AMERICAN AUDIO YERSADECK MIDI CONTROLLER CASE FOR AMERICAN AUDIO VERSADECK MIDI CONTROLLER wirw LAPTOP SHELF
DIMENSIONS WEIGHT: OEENSIONS WEIGHT:
20°Wx 18" Dx 825" H 17.5 1bs 21"Wx18"Dx8"H 24 [bs
18" Wx12"Dx 2" H NTES 18.75"Wx12"Dx2°H
m F1879"Wx1225"D
w
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MA=-VIVMIS4 MA=-VMSALT
CASE FOR AMERICAN AU WS4 MIDI CONTROLLER CASE FOR AMERIGAN AUDHD VM54 MIDI CONTROLLER with LAFTOF SHELF
DIMENSIONG 'WEIGHT: DEMENEING WENGHT:
23 Wx 175" DxG6.25™H 17.51bs 235" Wx195"Dx85"H 24 |bs
1B/S"Wx1525" D 2.25°H MTERIOR: 19. 25" Wx 1/ Dx 2.7/ H
21" W 12.75° D
MA=-VMS2 ey MA=-VIVISZ2LT
CASE FOR AMERICAN AUDID VM52 MIDI CONTROLLER CASE FOR AMERICAN AUDID VMS2 MIDI CONTROLLER wite LAPTOP SHELF
DIMENSIONS WEIGHT: OIMENSIONS WERHT:
19" Wx17.75"Dx 825" H 17.5 |bs 20"Wx17.75"Dx9"H 24 Ibs
E16"Wx12.25"Dx 2°H NTEROR: 16" W x 12.26" Dx 2°H
TOP SHELF: 18" Wx 12" D
Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd
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MA-VIX MA-aMXLT
CASE FOR HERCULES DJ CONSOLE 4MX D CONTROLLER CASE FOR HERCULES DJ CONSOLE 4MX DJ CONTROLLER wimv LAPTOP SHELF
DIMEMSIONS WEIGHT: DEMENSIONE WEIGHT:
18.25"Wx17.25"Dx 875" H 10 b EXTERICE: 195 " Wx 17.25" Dx 95" H 15 Ibs
1575 "Wx 15" D x 4.47°H ' R1S75"Wx 15" Dx 4.47"H
| 1L Wx12°D

S3aASvO avod LHOINd

MA-RVIX MA-RMVIXLT

CASE FOR HERCULES RMX DJ CONSOLE CASE FOR CASE FOR HERCULES RMX DJ CONSOLE wits LAPTOP SHELF
DIMENSI) NS WEIGHT: DEMENSIONS WENGHT;
165" Wx 16" 0Ox /5" H 10 Ibs 18"Wx18 " Dx 8" H 24 Ibs
14" Wx 10°Dx2.25°H WTERIOR: 14" Wx 10° Dx 2.29° H
159" Wx10°D

MA-TXP MA-TXPLT

CASE FOR M-ALDIO TORG XPONENT [ PFRODUGTION 5Y5TEM CASE FOR M-AUDIO TORQ XPONENT wity LAPTOP SHELF
DIMENSH) NS WEIGHT: DMENSIONS WEIGHT:
235" Wx 155" Dx9"H 12 |bs - 24.25"Wx19.25"Dx 925" H 16 Ibs
2075"Wx10"Dx 4" H NTEROR: 20.75°Wx 10" Dx 4" H

21.25"Wx 14"D

MARATHON' =1
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MA-NSB MA-NSGLT
CASE FOR NUMARK NS6& 4-CH DJ CONTROLLER CASE FOR NUMARE NS6 4-CH DJ CONTROLLER witi LAPTOP SHELF
HMENSIONS WEIGHT: DIMENSIONRS WEIGHT:
B Wx19"Dx 85" H 26 Ibs ERDR 3l " WxZDo " Ux 80" H 32 lbs
AT W1 Dxdda H NTEROR: 27 Wx 1o Uxd ™ H
% MAaRATHON
0
MA-MIXTRACK MA-MIXTRACKLT
CASE FOR NUMARK MIXTRACK / MIXTRACK PRO DJ CONTROLLER CASE FOR NUMARK MIXTRACK / MIXTRACKE PRO with LAPTOP SHELF
HMENSIONG WEIGHT DIMENSIINS WEMKHT:
21" Wx1825"Dx7"H 2o lbs 20" Wx1B"DxB"H 27 Ibs
1 "W 11.25°Dx2"H H BT WX M125"Dx1.75°H
A0S Wx 10757 D
MA-IDJ3 MA-IDJ3LT
CASE FOR NUMARK IDJ3 1IPOD DJ CONTROLLER CASE FOR NUMARK 1DJ3 IPOD DJ CONTROLLER with LAPTOP SHELF
DIMENSIONS WEIGHT DIMENSIONS WEIGHT:
215" Wx 165" Dx8.25" H 25 Ihs f 23" Wx1ba"Dx9"H 27 lbs
Blala"Wx10/"Dx2"H } 15.7/79"Wx10.75"Dx2"H
20" Wx11.5° D
Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd
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MA-=-NS7W

CASE FOR NUMARK NS7 PERFORMANGE CONTROLLER

[HMENSIDNG WEIGHT:
134" Wx 205" Dx8.75"H 35 Ibs

A"Wx15"Dx3"H

MA-NS7Z7WVa2
CASE FOR NUMARK NS7 wits KEYBOARD TRAY
HMENSIING WENGHT:
132.75"Wx 215" D x 11.25" H 38 Ibs

02" Wx19"Dx6" H

MA-LAP1

CASE FOR LAPTOP WITH A SCREEN UP TO 15" so ACCESORIES

EMERSIING WENGHT:
2" Wx 135" DxBV5"H 8 Ibs

1475"Wx10.75" Dx 1.5° H

F ahen I case WOT incloded. Spesicalions ard sulyiae! o chavige mlhotd nohics

MA-NS7WLT
CASE FOR NUMARK NS7 PERFORMANGE CONTROLLER wit LAPTOP SHELF
DIMENSIONS WEKHT:
134.5"Wx 20.5" D x 8.75" H 40 Ibs

S0"Wx15"Dx3°H
32" Wx 15" D

s
:\..I-‘.!.hl.- -
W
MA-APCA40
CASE FOR AKAl APC-40 PERFORMANCE CONTROLLER
DIMENSIONS WEIGHT
N9 /5" Wx1B./3"Dx 875" H 12 Ibs

1 Wx 1025 Dx 25" H

MA-LAP1
CASE FOR LAPTOP WITH A SCREEN UP TO 17" ayp ACCESORIES
DIMENSIONS WEIGHT
1925 Wx 155" D xE75"H 8.5 Ibs

167" Wx1275°Dx1.5°H

MARATHON'
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MA-DVJ1000 MA-DVJX1 MA-CDJS00

CASE FOR PIONEER DVJ-1000 VIDEO TURNTABLE & OTHER ~ CASE FOR PIONEER DVJ-X1 VIDEQ TURNTABLE & OTHER CASE FOR PIONEER CDJ-200 CD PLAYER &

SIMILAR SIZE CD/DIGITAL TURNTABLES SIMILAR SIZE CD/DIGITAL TURNTABLES OTHER SIMILAR SIZE CD/DIGITAL TURNTABLES

DIMENSIONS WEMHT DIMENSIONS WEIGHT DIMENSIONS WEIGHT
;155" Wx 215" D x9.25"°H 20 |bs - 165" Wx22"Dx9.25°H 20 Ibs - 15.25"Wx 20" Dx 825" H 20 Ibs
1275"Wx19.25°Dx 3"H MEa0R: 14" Wx 19.75"Dx 3° H R1275"Wx 14" Dx3.25°H
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CASE FOR PIONEER CDJ-2000 CD PLAYER & OTHER  CASE FOR PIONEER CDJ-1000, DENON DN-S3700 & OTHER  CASE FOR AMERICAN AUDIO RADIUS CDI 300 MP3,
SIMILAR SIZE CD/DIGITAL TURNTABLES SIMILAR SIZE LARGE FORMAT CD/DIGITAL TURNTABLES NUMARK ICDX & OTHER SIMILAR SIZE MEDIUM FORMAT
DIMENSIONS WEIGHT DIMENSIONS WEIGHT LRLELATER
15.25"Wx 21.25" D x925°"H  201bs : 18" Wx 15" D x 9" H 15 Ibs DIMEREIONS — el
12.75"Wx 15.25" Dx 3.25" H TER0R: 12" Wx 14" Dx 3" H 18" Wx12" Dx8°H 12 Ibs

12°Wx14"Dx3 ™ H

MA-CDP MA-1200 formerly MA-12008 MA-1200E
CASE FOR SINGLE CD PLAYERS, PIONEER CDJ200, GDJ- CASE FOR TECHNICS 1200 SERIES TURNTABLES & OTHER LIGHT DUTY CASE FOR TECHNICS 1200 SERIES
400 & OTHER SIMILAR SIZE SMALL FORMAT GD PLAYER SIMILAR SIZE TURNTABLE TURNTABLES & OTHER SIMILAR SIZE TURNTABLE
DIMENSIONS WEIGHT DIMENSIONS WEIGHT DIMENSHINS WEIGHT
17"Wx11"Dx9"H 19 lbs : 22T Wx175"Dx96"H 20 Ibs - 22.7T"Wx175°Dx9.6°H 18 lbs
12"Wx10Dx3"H MEACR: 18" Wx15Dx 3" H ' E18"Wx15Dx3"H
Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd
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MA-MIXDECKEXP MA-MIXDECKEXPLT MA-CDMIX

CASE FOR NUMARK MIXDECK EXPRESS UNIVERSAL 0J CASE FOR NUMARE MIXDECK EXPRESS UNIVERSAL DJ CASE FOR NUMARK ICDMIXZ, ICDMIX3, KMX-01, KMX-02, 10N

SYSTEM SYSTEM wits LAPTOP SHELF GO M STATIONS & OTHER SIMILAR SIEE UNITS
EMENSKING WERGHT: DIMENSKING WEIGHT: DIMENSIONS WENHT
wivew. mar athongea. com | fn shout v W, matathorgro.com | 2 inf t thig | ' erof: 345" Wx 205" Dx 875" H 40 |bs

:30"Wx13"Dx3"H

MA-MIXDECK MA-MIXDECKKLT MA-CKIMIX

S3aASvO avod LHOINd

CASE FOR NUMARK MIXDECK UNIVERSAL DJ SYSTEM CASE FOR NUMARK MIXDECK DJ SYSTEM with LAPTOP SHELF  Also available MLA=CHK I LT case with laptop shelf)
DIMENSKINS WENGHT: DIMENSIONS WEIGHT: CASE FOR AMERICAN AUDIO ENCORE 1000, ENCORE 2000,
'34.5 " Wx 205" Dx 875" H 32 Ibs 28" Wx 185" Dx9.75"H 37 Ibs CK-800 OR CK-1000 CD MIX STATION & OTHER SIMILAR SIZE
195" Wx 16" Dx 3"H TEROR: 25" Wx 16D % 3" H COMBO UNITS
S Wx1275"D DIMENSIONS WEIGHT
21"Wx 16" D x 75" H 12 |bs
- TBA

MA-DCVIAU MA-DCM4AULT

CASE FOR MARATHON DCM-100, DCM-2000, GEMINI CDM-500, CASE FOR GEMSOUND CDM-150, COM-200 & OTHER SIMILAR CASE FOR MARATHON DCMZ000 CD MIXING WORKSTATION &
GEMSOUND COM-150 & OTHER SIMILAR SIZE COMBO UNITS SIZE COMBO UNITS WITH 4U RACK SPACE OTHER SIMILAR SLZE COMBO UNITS
MM ERSIING WERGHT: DIMENSHING WEIGHT: DIMENSIING WEIGHT
235" Wx15°Dx9"H 22.51bs 22"Wx18"Dx1/"H 45 Ibs 215" Wx185"Dx 175" H 27 Ibs
20" Wx10.25° D x 3.60"H i 19 Wx11"Dxd5"H N 179" Wx 14" Dx 4.25° H

C19"Wx 75 Dx725"H

Eouspimant shanys it cade MOT incioded. Spacaioaliods e suhisct fo chaagd mthaod nobica
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MA-DJVISHCDJ2Z2KW

COFFIN CASE FOR 2 PIONEER CDJ-2000 & DJM-900 NEXUS CLUB MIXER or OTHER
SIMILAR SIZE LARGE FORMAT CD PLAYERS & MIXER WITH LOW PROFILE WHEELS
DEMENSIING WEIGHT:
: 43.5"Wx 21.5°D x 9.5"H 43 Ibs
oER 12.75"W % 15.5°D x 3"H
e 13"W x 18.75°0 x 3.75°H

MA-DJMSASHCDJ2KWLT

COFFIN CASE FOR 2 PIONEER CDJ-2000 & DJM-900 NEXUS CLUB MIXER Or OTHER
SIMILAR SIZE LARGE FORMAT CD PLAYERS & MIXER WITH LOW PROFILE WHEELS &
LAPTOP SHELF
OEMENSIONS WEIGHT:

435Wx 21.5"Dx9.5°H 45 Ibs

12.75"W x 155D x 3°H
13"W x 18,750 » 3.75°H
V175W x 155°0D

MA-DJVICDJ2000W

COFFIN CAsE FOR 2 FIONEER CDJ-2000 & DJM-2000 MIXER oR OTHER SIMILAR 51ZE
LARGE FORMAT CD PLAYERS & MIXER WITH LOW PROFILE WHEELS

DIMENSIONS WEIGHT:
4TS " Wx 215" Dx95"H TBA Ibs
12.75"Wx18.75"Dx 3" H
" Wx1B.75"Dx 3.125"H

0
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MA-DJMCDJ2000WLT

COFFIN CASE FOR 2 PIONEER CDJ-2000 & DJM-2000 MIXER or OTHER SIMILAR SIZE
LARGE FORMAT CD PLAYERS & MIXER WITH LOW PROFILE WHEELS & LAPTOP SHELF

DEMENSIOMS WEIGHT: Ei
4TS Wx215"Dx95"H TBA
1275"Wx 1875"Dx3"H 5

17"Wx 18.75"Dx 3.125"H
ELF: 18. 75" Wx 14.75" D

S e WU mofise

Eginprmda shdan 0 chid NOT incfudad Speci Moo dre sulyect fe &
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MA-CDJ2K12W

COFFIN CASE FOR 2 PIONEER CDJ-2000 & 12 MIXER SUCH AS PIONEER DJMBODO,
BEHRINGER DJX750, DENON DN-X1500, DN-X1100 OR DN-X1700 or OTHER
SIMILAR SIZE LARGE FORMAT CD PLAYERS & MIXER WITH LOW PROFILE WHEELS
WElHT

40) Ibs

IMENSIONS
422" Wx21"Dx 935" H
12.25°W x 18./2°D x 3.23°H
Er: 12.5°W x 17.75°0 x 4.25"H

VIA-CDJ2K19W

COFFIN CASE FOR 2 PIONEER CDJ-2000 or OTHER SIMILAR SIZE LARGE FORMAT CD
PLAYER & 19" MIXER WITH LOW PROFILE WHEELS
(R ENSIONS WEIGHT:

:48.25"Wx 215" Dx9.5"H TEA

1279 Wx18.75" Dx 3.25" H

E19°Wx 195" Dx65"H

MA-CDJ2K12WLT

COFFIN CASE FOR 2 PIONEER CDJ-2000 & 12" MIXER SUCH AS PIONEER DJMEO0D,
BEHRINGER DJX750, DENON DN-X1500 or OTHER SIMILAR SIZE LARGE FORMAT CD
PLAYERS & MIXER WITH LOW PROFILE WHEELS & LAPTOP SHELF
DIMENSIONS WEIGHT:
(AW 12"Dx9a™H 18A
C1229°W x 18./9°D x 3.29°H
MEER: 12.5"W x 17.75°D x 4.25°H
14.22"W x 12.7/5°0

VIA-CDJ2K19WLT

COFFIN CASE FOR 2 PIONEER CDJ-2000 or OTHER SIMILAR SIZE LARGE FORMAT CD
PLAYER & 19" MIXER witH LOW PROFILE WHEELS & LAPTOP SHELF
DMENSIDNS WEIGHT:
48.75"Wx 215" Dx9.25° H TBA
127 Wx1875" Dx 3.25°H
MOER: 19" Wx 195" Dx6.5" H
14.25" Wx 20.25" D

MARATHON'
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MA-CDJSH12W

COFFIN CASE FOR 2 PIONEER CDJ-800 & 12" MIXER SUCH AS PIONEER DJME00,
BEHRINGER DJX750, DENON DN-X1500, DN-X1100 OR DN-X1700 o OTHER SIMI-
LAR 5IZE LARGE FORMAT CD PLAYERS & MIXER WITH LOW PROFILE WHEELS
DIMENSIONS WEIGHT:
435" Wx2025° Dx 95" H 42 Ibs
125°Wx14"Dx3"H
13" Wx14"Dx3"H

MA-CDJSOSH1T12WLT

COFFIN CASE FOR 2 PIONEER CDJ-300 & 12" MIXER SUCH AS PIONEER DJMB00,
BEHRINGER DJX750, DENON DN-X1500 or OTHER SIMILAR SIZE LARGE FORMAT CD
PLAYERS & MIXER WITH LOW PROFILE WHEELS & LAFTOP SHELF

OMENSIONG WEIGHT

CA35 "W 20.25° DX 95" H 47 lbs
LA 12.75"Wx 17.75" Dx 3.25"H
125" Wx17.75" D x 4.25" H
75

5
c14.25°W x12.75°D

ol
0

MA-DJCD10W

COFFIN CASE FOR 2 LARGE FORMAT CD PLAYERS: PIONEER CDJ1000, CDJEOO,
DENOMN DN-33700, DN-53500 & 10" MIXERS SUCH AS: PIONEER DJM-400, RANE
TTM=-57SL, NUMARK, DENON DN-X120 oR OTHER SIMILAR SIZE LARGE FORMAT CD
PLAYERS & MIXER WITH LOW PROFILE WHEELS
DHIMENSIONS WEWHT

41" Wx205°Dx 85" H 39 |bs

1275"Wx175"Dx3"H
10°Wx 17.75"Dx3"H

0
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MA-DJCD10WLT

COFFIN CASE FOR 2 LARGE FORMATCD PLAYERS: PIONEER CDJ1000, CDJ80O,
DENON DN-53700, DN-53500 & 10" MIXERS SUCGH AS: PIONEER DJM-400, RANE
TTM-575L, NUMARK, DENON DN-X120 oR OTHER SIMILAR SIZE LARGE FORMAT CD
PLAYERS & MIXER WITH LOW PROFILE WHEELS & LAPTOP SHELF

OMENSIONS WEIGHT:
I "Wx19"Dx10"H 42.5 |bs
AT "Wx1375"Dx3"H
10"Wx16"Dx3"H
C12"Wx11.25°D

Eginprmda shdan 0 chid NOT incfudad Speci Moo dre sulyect fe &

g wilhaut mofise
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MA-DJCD12W

COFFIN CASE FOR 2 LARGE FORMAT CD PLAYERS: PIONEER CDJ1000, CDJS0D,
DENON DN-53700, DN-53500 & 12" MIXERS SUCH AS: PIONEER DJM-800,
BEHRINGER DJX-750, DDM-4000, DENON DN-X1500, DN-X1100, DN-X1700 WITH
LOW PROFILE WHEELS

DIMENSIONS WEIGHT
43"Wx20°Dx85"H 40 |bs
12.75"Wx175°Dx3"H
127" Wx175"Dx3"H

MA-DJCD19W

COFFIN CASE FOR 2 LARGE FORMAT CD PLAYERS: PIONEER CGDJ1000, CDJEOD,
DENON DN-33700, DN-53500 & 19" MIXERS UP TO BU RACK SPACE WiTH LOW
PROFILE WHEELS
UIMENSIONS WENHsH
41"Wx 205" Dx9.5"H 39 |bs
1275"Wx 175" Dx3"H
10°Wx 17.75"Dx 3" H

MA-DJCD12WLT

CGOFFIN CASE FOR 2 LARGE FORMAT CD PLAYERS: PIONEER CDJ1000, CDJBOO,
DENON DN-S3700, DN-83500 & 12" MIXERS SUCH AS: PIONEER DJM-800,
BEHRINGER DJX-750, DDM-4000, DENON DN-X1500, DN-X1100, DN-X1700 WITH
LOW PROFILE WHEELS & LAPTOP SHELF
DIMENSIONS WEIGHT:
43" Wx20°Dx 10"H 44 |bs
125" Wx 18" Dx 3"H
125" Wx18"Dx 3"H
14.25"Wx 14.25"D

MA-DJCD19WLT

COFFIN CASE FOR 2 LARGE FORMAT CD PLAYERS: PIONEER CDJ1000, GDJEO0,
DENOM DN=-33700, DN-33500 & 19" MIXERS UP TO 8U RACK SPACE WiTH LOW
PROFILE WHEELS & LAPTOP SHELF
DIMENSID NS WENHT:

E4O"Wx20°Dx12"H 20 |bs

12 75" Wx18"Dx3"H
19°"Wx18"Dx3"H
0"Wx 135D

MARATHON'
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MA-CDITMOW

COFFIN CASE FOR 2 MEDIUM FORMAT CD PLAYERS: AMERICAN AUDIO RADIUS
CDI-300, CDI-500, PIONEER CDJ-400, CDJ-200 & 10" MIXER witTH LOW PROFILE
WHEELS

DIMENSIONS WEIGHT:
" Wx19 Dx893"H U lps
P Aa'Wxl1e"Dx3'H
10" Wx1e" Dx3d"H

MA-CDIMTOWLT

COFFIN CASE FOR 2 MEDIUM FORMAT CD PLAYERS: AMERICAN AUDIO RADIUS
CDI-300, CDI-500, PIONEER CDJ-400, CDJ-200 & 10" MIXER witH LOW PROFILE
WHEELS & LAPTOP SHELF
HIMENSIONS WEIGHT.
t3'Wx19"°Dx 95" H 33 |bs
93" Wx14 Ux3"H
102" Wx1e"Dx 4™ H
12"Wx12°D

MA-CDIM12W

COFFIN CASE FOR 2 MEDIUM FORMAT CD PLAYERS: AMERICAN AUDIO RADIUS
COI-300, CDI-500, PIONEER CDJ-40:0, CDJ-200 12" MIXER WiTH LOW PROFILE WHEELS
DIMENSIONS WEIGHT:

3T Wx20"Dx9.25"H 33 lbs

‘o7 "Wx1375"Dx3
12.25"Wx17"Dx3"H
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MA-CDIM12WLT

COFFIN CASE FOR 2 MEDIUM FORMAT CD PLAYERS: AMERICAN AUDIO RADIUS
CDI-300, CDI-500, PIONEER CDJ-400, CDJ-200 & 12" MIXER wWiTH LOW PROFILE
WHEELS & LAPTOP SHELF

DIMENSIONS WEIGHT:
A Wx20"Dx83"H 35 Ibs
95" Wx14"Dx3"H
MEOER: 122" Wx 17" Dx 4™ H
14"Wx13758" D

Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd
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MA-CDIM19W

COFFIN CASE FOR 2 MEDIUM FORMAT CD PLAYERS: AMERICAN AUDIO RADIUS
CDI-300, CDI-500, PIONEER CDJ-400, CDJ-200 & 19" MIXER wiTH LOW PROFILE
WHEELS

LB EMSIL NS
2" Wx 19" Dx 825" H
CER"Wx137"Dx3"H
19" Wx 17" Dx6"H

a6 Ibs

MA-CDJ10W

COFFIN CASE FOR 2 SMALL FORMAT CD PLAYERS: PIONEER CDJ-200, CDJ-400,
DENON DN-S1000, DN-51200, NUMARK PLAYERS & 10" MIXERS SUCH AS PIONEER
DJM-400, DENON DN-X100, DN-X120 witH LOW PROFILE WHEELS
DEMENSIO NS WEIGHT.
425" Wx 17" Dx 95" H 30 Ibsg
B75"Wx12.75"Dx 3" H
19°Wx155°Dx6" H

MARATHON

MA-CDI1SWLT

COFFIN CASE FOR 2 MEDIUM FORMAT CD PLAYERS: AMERICAN AUDIO RADIUS

CDI-300, CDI-500, PIONEER CDJ-400, CDJ-200 & 157 MIXER witH LOW PROFILE
WHEELS & LAFTOP SHELF

DEMENSIONG

43" Wx19"Dx85"H

89" Wx14"Dx3"H

19°Wx 16.75"Dx55"H

200Wx135°D

WEKHT:
42 Ihs

MA-CDJT10WLT

COFFIN CASE FOR 2 SMALL FORMAT CD PLAYERS: PIONEER CDJ-200, CDJ-400,
DENON DN-S1000, DN-51200, NUMARK PLAYERS & 10 MIXERS SUCH AS PIONEER
DJM-400, DENON DN-X100, DN-X120 WITH LOW PROFILE WHEELS & LAPTOP SHELF

DM ENSIONG
A2 W17 " Dx95™H
125" Wx 85" Dx3"H
10°Wx15"Dx5"H
12" Wx 117D

WEIGHT:
35 Ihs

MARATHON'
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MA-CDJ12W

COFFIN CASE FOR 2 SMALL FORMAT CD PLAYERS: PIONEER CDJ-200, CDJ-400
DENON DN-31000, DN-51200, NUMARK CD PLAYERS & 12" MIXERS SUCH AS PIO-
HEER DJM-B00, BEHRINGER DJX-750, DDM-4000, DENON DN=-X1500, DN-X1100, DN-
Y1700 wiTH LOW PROFILE WHEELS
DIMENSIONS WEIGHT

3" Wx20"Dx95"H 30 |bs

B5"Wx125"Dx3"H
125" Wx17"Dx 3" H

MA-CDJ12WLT

COFFIN CASE FOR 2 SMALL FORMAT GD PLAYERS: PIONEER CDJ-200, CDJ-400,
DENON DN-51000, DN-31200, NUMARK CD PLAYERS & 12" MIXERS SUCH AS PIO-
NEER DJM-B00, BEHRINGER DJX-730, DDM-4000, DENON DN-X1500, DN-X1100, DN-
X1700 witd LOW PROFILE WHEELS & LAPTOP SHELF
OIMENSIONG WENGHT:

RS Wx175"Dx85™H 35 Ibs

5" Wx125"°Dx3"H

125" Wx 17" Dx 4™ H
142" Wx 135D

wt
i

MA-CDJ19W

COFFIN CASE FOR 2 SMALL FORMAT CD PLAYERS: PIONEER CDJ-200, CDJ-400,
DENON DN-51000, DN-51200, NUMARE GO PLAYERS & 197 MIXERS UF TO BU RACK
SPACGE wiTH LOW PROFILE WHEELS
DIMENSIING WEIGHT
EROR: 42.5"Wx 17" Dx 85" H 37 |bs
iyEfc B.F5 " Wx 1275"Dx 3"H
19" Wx155"Dx 6" H

0
W
0
q
0
0
2
.
11
e
L
0
=l
L

MA-CDJ19WLT

COFFIN CASE FOR 2 SMALL FORMAT CD PLAYERS: PFIONEER CDJ-200, GOJ-404,
DENON DN-31000, DN-31200, NUMARK CD PLAYERS & 197 MIXERS UF TO 8U RAGK
SPACE WITH LOW PROFILE WHEELS & LAFTOP SHELF
DIMENSIONG WENGHT:

1" Wx18"Dx93"H 42 bs

8" Wx125°Dx3"H

19" Wx 135" Dxo™H
20" Wx12° D

VIA-DNSX1200
COFFIN CASE FOR 2 SMALL FORMAT CD PLAYERS: DENON DN-S1000, DN-S1200 &
10" MIXERS SUCH AS DENON DN-X100, DN-X120 ok OTHER SIMILAR SIZE SMALL
FORMAT D PLAYERS & MIXER WITH LOW PROFILE WHEELS
HIMENSIONS WEIGHT:

P30S Wx13"Dx95"H 26 Ibs

B8 "Wx1225"Dx 3" H
B"Wx125°Dx3"H

Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd
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MA-DJT10W stanparp

COFFIN CASE FOR 2 TURNTABLES IN STANDARD STYLE POSITION & 10" MIXERS SUCH
AS: RANE TTM56, TTMS75L, NUMARK DXM MODELS, VESTAX, GEMINI, BEHRINGER,
DENON DN-X100, DN-X120, PIONEER DJM-400 wiTH LOW PROFILE WHEELS

DIMENSIONS
DITWx19"Dx11"H 40 Ibs
1B"Wx15"Dx3"H
I0"Wx 16" Dx3"H

MA=-DJT10OWLT stanparD

COFFIN CASE FOR 2 TURNTABLES IN STANDARD STYLE POSITION & 10° MIXERS SUCH
AS: RANE TTM56, TTM5TSL, NUMARK DXM MODELS, VESTAX, GEMINI, BEHRINGER,
DENON DN-X100, DN-X120, PIONEER DJM-400 wiTH LOW PROFILE WHEELS & LAPTOP

SHELF
DIMENSIONS “
‘4" Wx19"Dx 11" H 47 Ibs E
8 Wx15"Dx 3" H
10"Wx16"Dx 3" H m
12"Wx 11.95" D T
-]
i1
0
D
O
0
>
MA=-DJT10OW sartLe 1)
COFFIN CASE FOR 2 TURNTABLES IN BATTLE STYLE POSITION & 10" MIXERS SUCH ﬂ'l
AS: RANE TTM56, TTM57SL, NUMARK DXM MODELS, VESTAX, GEMINI, BEHRINGER, 1)
DENON DN-X100, DN-X120, PIONEER DJM-400 wiTh LOW PROFILE WHEELS
DIMENSKINS
AR WX Z22"Dx10"H 42 Ibg

15"Wx18"Dx3"H
10"Wx19"Dx3"H

MA-DJT1OWLT sartLe

COFFIN CASE FOR 2 TURNTABLES IN BATTLE STYLE POSITION & 10" MIXERS SUCH
AS: RANE TTMS6, TTMS7SL, NUMARK DXM MODELS, VESTAX, GEMINI, BEHRINGER,
DENON DN-X100, DN-X120, PIONEER DJM-400 witH LOW PROFILE WHEELS & LAPTOP
SHELF
DIMERSHING
45" Wx22°Dx 11" H 46 Ibs
15" Wx18"Dx 3" H
e 10"Wx 19.25"Dx 3° H
12°Wx11.25° D

MARATHON' a3




MA=-DJ12W stanparo

COFFIN CASE FOR 2 TURNTABLES IN STANDARD STYLE POSITION & 127 MIXERS
SUCH A5: IONEER DJM-800, DJM-700, DENON DN-X1500, DN-X1100, DN-X1700,
BEHRINGER DDM-40:00, DJX-750 witH LOW FROFILE WHEELS
DIMENSIONS
Eab"WxZ0"Dx11°H 43 lbs
E18"Wx13"Dxd'H
125" Wx17.25°Dx 3°H

MA-DJI12WLT stanparo

COFFIN CASE FOR 2 TURNTABLES IN STANDARD STYLE POSITION & 12" MIXERS
SUCH AS: IONEER DJM-800, DJM-700, DENON DN-X1500, DN-X1100, DN-X1700,
BEHRINGER DDM-4000, DJX-750 WITH LOW PROFILE WHEELS wiTH LOW PROFILE
WHEELS & LAPTOP SHELF

m DIKENSIONS
1] 56" Wx 20" Dx 11" H 50 Ibs
N 18" Wx 15" Dx 3" H
q MEER: 125" Wx 15" Dx 3"H
u T 14" Wx 14" D
0
0
18
-
i
0 MA=-DJ12W sartLe
j COFFIN CASE FOR 2 TURNTABLES IN BATTLE STYLE POSITION & 12" MIXERS SUCH
1L AS: IONEER DJM-800, DJM-700, DENON DN-Xi500, DN-X1100, DN-X1700,
BEHRINGER DDM-4000, DJX-750 WITH LOW PROFILE WHEELS WITH LOW PROFILE
WHEELS
DIMENSIONS
8" Wx22"Dx10"H 45 |bs

15" Wx 18" Dx 3"H
125" Wx19°Dx 3" H

MA-DJI12WLT sartLe

COFFIN CASE FOR 2 TURNTABLES IN BATTLE STYLE POSITION & 12" MIXERS SUCH
AS: IONEER DJM-800, DJM-700, DENON DN-X1500, DN-X1100, DN-X1700,
BEHRINGER DDM-4000, DJX-750 WITH LOW PROFILE WHEELS witH LOW PROFILE
WHEELS & LAPTOP SHELF

DINERSIHING
48" Wx22°Dx11"H 47 |bs
15" Wx18"Dx3"H
MUER: 125" Wx19°Dx 3" H
- 14" Wx14°D

Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd
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MA=-DJ19W stanoarp
COFFIN CASE FOR 2 TURMTABLES IN STANDARD STYLE POSITION & 19" MIXER UP TO
8U RACK SPACE WITH LOW PROFILE WHEELS & LAPTOP SHELF
DIMENSIONS
G1"Wx19"Dx 11" H 46 |be
E18"Wx15"Dx3"H
19" Wx15"DxT"H

VMA-DJT19WLT stanparp
COFFIN CASE FOR 2 TURNTABLES IN STANDARD STYLE POSITION & 19" MIXER UP TO
BU RACK SPACE WITH LOW PROFILE WHEELS & LAPTOP SHELF
DIMERSIONS

61" Wx19"Dx11"H 55 Ibs

18" Wx15"Dx3"H
19"Wx15"Dx7"H
20"Wx 135"D

MA-DJ19W sartLE

COFFIN CASE FOR 2 TURNTABLES IN BATTLE STYLE POSITION & 19" MIXER UP TO 8U \

S3aASvO avod LHOINd

RACK SPACE with LOW PROFILE WHEELS
DIMENSIORS
b Wx22°Dx 10" H 50 Ibs
E15"Wx18"Dx3"H
19" Wx 195 Dx 7' H

MA=-DJI19WLT sarre

COFFIN CASE FOR 2 TURNTABLES IN BATTLE STYLE POSITION & 1897 MIXER UF TO BU
RACGK SPACE WITH LOW PROFILE WHEELS & LAFTOP SHELF

[ IMENSIONG
54" Wx22°Dx 11°H 22 Ibs
E1"Wx18 Dx3" H
-1 Wx 180 ' Dx 3" H
[ 19" Wx 132" D

MARATHON' a5
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MA=-10MIX
10" DJ MIXER CASE - FITS RANE TTM-57, TTM-575L, PIONEER
DJM-400 DJM-809, NUMARK DXM SERIES & OTHER SIMILAR
SIZE MIXER
DEENSIONS WEKIHT:

13" Wx 215 D x 98" H 18 Ibs

+ 10.8"Wx 15.25"D x 2.8" H

MA=-12MIX

12" D.J MIXER CASE - FITS PIONEER DJM-800, DJM-700, DJM-

600, BEHRINGER DDM-4000, DENON DN-X1500, AMERICAN

AUDIO MX-1400 & OTHER SIMILAR SIZE MIXER

DIMENSONG WEKHI:
155" Wx 19.5"D x 95" H 19 Ibs
1125"Wx 185" Dx 3" H

=y e

-y

MA-19MIX
19" [ MIXER CASE WITH 8U RACK SPACE - FITS 8U RACK
MOUNTABLE 197 DnJ MIXERS & LIGHT CONTROLLERS & OTHER
SIMILAR SIZE RACK MOUNTABLE UNIT
DIMENSIING WEIGHT
21" Wx18 Dx 10" H 23 lbs
19T Wx 1825 Dxa"H

MA=-T1OMIXC formeriy MA-DNX 300
10" COMPACT DJ MIXER CASE - FITS DENON DN-X120,
DN-X300, DNX-100, GEMINI, NUMARE, VESTAX & OTHER
SIMILAR SIZE COMPACT MIXER
OMENSKNG WENGHT:
13" Wx21.5"Dx 98" H 18 Ibs
10" Wx1525"Dx 28" H

MA-M14

CASE FOR MACEIE 1202, 1402 MIXER & OTHER SIMILAR SIFE

HON-AACK MOUNTAELE BIXING COMSOLE

DIMENSIONS WEIGHT
175" Wx19"Dx7.5"H 18 Ibs
E14.25"Wx13"Dx2°H

MA-DJMS0OO0
DJ MIXER CASE FOR PIONEER DJM-900 NEXUS CLUB MIXER
CONTROLLER & OTHER SIMILAR SIZE MIXER
DIMEN NG WEIGHT:
17" Wx215°Dx925"H 20 Ibs
L 13"Wx 18.75" Dx 375" H

MA-M19

19" MIXER CASE - FITS PIONEER, YAMAHA, ALLEN & HEATH,
MACKIE MIXER, LIGHT CONTROLLERS& OTHER SIMILAR SIZE
NON-RACK MOUNTABLE MIXING CONSOLE

DIMENSIONS WEIGHT:
R Wx235 Dx 109 H 2/ 2 1bs
A Wx 19 Dx3a™H

MA-DJMZ2000
DJ MIXER CASE FOR PIONEER DJM-2000 VIDEO CLUB MIXER
CONTROLLER & OTHER SIMILAR SIZE MIXER
HIMENSIING WEIGHT
L 20°Wx 21" Dx 7" H 22 Ibs
17.125"Wx 18.75" Dx 3.125" H

MA-M18R

19 MIXER CASE WITH 12U RACK MOUNT - FITS PIONEER,
YAMAHA, ALLEN & HEATH, MACKIE MIXERS, LIGHT CONTROLLERS
& OTHER SIMILAR SIZE RACK MOUNTABLE UNIT
DEMEMSIONS WEIGHT:
B "Wrx21.5°Dx 106" H 45 Ibs
19°Wx1825°"Dx 5" H

Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd
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MA-MG2414W
CASE FOR YAMAHA MG2414FX MIXING CONSOLE & OTHER
SIMILAR SIZE CONSOLES WiTH LOW-PROFILE WHEELS
DIMENSIONG
35'Wx 28" Dx9'H
325 Wx 215" Dx2"H

WEIGHT
20 |bes

MA-M324W
CASE FOR MACKIE, PEAVEY, ALLEN & HEATH, SOUNDCRAFT
32.4 CHANNEL MIXING CONSOLE Wik LOW-PROFILE WHEELS

DIMEMSIO NS WEIGHT:
AR 425" Wx255°Dx 9" H 44 |bs
R Wx19'0x<2™H

CASE FOR MACKIE ONYX 1220 MIXING CONSOLE & OTHER
SIMILAR $IZE CONSOLES
DIMENS NS
17"Wx 235" Dx 10" H
E14"Wx 175" Dx2"H

WEIGHT:
28 |bs

MA-CFX1

CASE FOR MACKIE CFX12 MIXING CONSOLE & OTHER SIMILAR
SIZE CONSOLES

DIMENSIONS WEIGHT:
E2T"Wx190 " Dx8™H 14 lbs
18 Wx13 " Dx#? H
Eouspimant shanys it cade MOT incioded. Spacaioaliods e suhisct fo chaagd mthaod nobica

MA-MG3214W
CASE FOR YAMAHA MG3214FX MIXING CONSOLE & OTHER
SIMILAR SIZE CONSOLES WiTH LOW-PROFILE WHEELS
HIMENSIONS
44" Wx 28" Dx 9" H
-405"Wx 22" Dx 2" H

WEIGHT.
a8 |bs

MA-ONY X244W
CASE FOR MACKIE ONYX 24.4 MIXING CONSOLE & OTHER
SIMILAR SIZE CONSOLES

DMENSIONS WEIGHT.
T34 Wx29°Dx10"H 35 Ibs
NS Wx22°Dx2"H

o, P

MA-ONY X1620

CASE FOR MACKIE ONYX 1620 MIXING GONSOLE & OTHER

SIMILAR SIZE CONSOLES
[FIMENSIHONG WEIGHT:
2T Wx2/"Dx10"H 35 Ibs
1" Wx21"Dx 2™ H

MA-CFX16

CASE FOR MACKIE CFX16 MIXING CONSOLE & OTHER SIMILAR

5IZE CONSOLES

DNMENSIONS WEIGHT:
26" Wx19°Dx8"H 15 Ibs
123" Wx12.75°Dx2"H

MA-MZ24a4W
CASE FOR MACKIE, PEAVEY, ALLEN & HEATH, SOUNDCRAFT
24.4 CHANNEL MIXING CONSOLE WITH LOW-PROFILE WHEELS
DIMENSIONS WEIGHT:
345 Wx 2557 Dx 9" H 38.5 Ibs
A0F: 31" Wx 19" D x 2" H

MA-ONY X324d4W
CASE FOR MACKIE ONYX 32.4 MIXING CONSOLE & OTHER
SIMILAR SIZE CONSOLES

DIMENSIONS
R3S Wx 28 Dx 10" H
A Wx23"Dxd™ H

WEIGHT:
ES lbs

MA-ONY X1640
GASE FOR MACKIE ONYX 1640 MIXING CONSOLE & OTHER
SIMILAR SIZE CONSOLES

DIMENSIING
R2U"Wx 31" Dx10° H
18" Wx2"Dx 2" H

WEIGHT;
38 Ibg

MA-CFX20
CASE FOR MACKIE CFX20 0R CFX20MKII PRO MIXING CONSOLE
& OTHER SIMILAR SIZE CONSOLES
DIMENSHI NG
% 205" Wx 19" Dx 8" H
27"Wx125°Dx 2'H

WEIGHT:
16.5 Ibs
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MA=-T1OMIXLT MA=-12VIIXLT
10" DJ MIXER CASE wiTH SLIDING OUT FROMNT PANEL & 127 DJ MIXER CASE WmH SLIDING OUT FRONT PANEL &
LAPTOP SHELF LAPTOP SHELF
DIMEMSIONS WEIGHT: DIMENSIONS WEIGHT:

219" Dx 155" Wx85"H 26 Ibs RS Dx 1T Wx10"H 26 |bs

07" Wx 325" Hx19.25° D E12"Wx 325" Hx 20" D

Z1"Wx145°D 16"Wx145"D
FAARATHOMN
MA-DJMSOOLT

[ MIXER CASE FOR PIONEER DJM-300 NEXUS CLUB MIXER
CONTROLLER wiTH SLIDING OUT FRONT PANEL & LAPTOP SHELF

DIMENSIOINS WEIGHT: DIMENSIONS
1B " Wx205"Dx%"H 25 |bs MA-M2ILT
13.25° Wx 13" Dx3"H 20" Dn22"Wx 16" H

15" Wx 1557 D 19°Wx 15" D

- . -

MA-M3U | MA-M3ULT

10U SLANT MIXER RACK - 18 1/4" MOUNTABLE DEPTH / 3U VERTICAL RACK SYSTEM wiTk FULL
ACCESS REAR HINGED DOOR & LAPTOP SHELF (MA-M3ULT ONLY)

MA-M2U | MA-MZ2ULT

10U SLANT MIXER RACK - 18 1/4" MOUNTABLE DEPTH f 2U VERTICAL RACK SYSTEM WiTH FULL
ACCESS REAR HINGED DOOR & LAPTOP SHELF (MA-M2ULT ONLY)

MA-MZU

A

P T =

K

et Fmpe? g i i P e
VAR THY TS

MA=-19MIXLT

19" DJ MIXER CASE wimH SLIDING OUT FRONT PANEL &
LAPTOP SHELF

DIMENSIONS WEIGHT.
22 Wx20"Dx 115" H 31 Ibs
19"Wx 325" Hx19° D
19°Wx 15" D

WEIGHT:
43 lbsw LT

239°Wx 215 Dx16"H  35lbswill

MA-M4aU | MA-M4ULT

10U SLANT MIXER RACGK - 18 1/87 MOUNTABLE DEPTH 7 QU VERTICAL RACK SYSTEM wih FULL
ACCESS REAR HINGED DOOR & LAPTOP SHELF (MA-MAULT ONLY)

DIMENSIONS WEIGHT: DIMENSIONS WEIGHT:
MA-MELILT PR EL 44 lbs w/ LT MA-MALILT ALA-MAL 4y |bs wi' LT
26" Dx22°Wx17"H R239"Wx 215°Dx 18"H 38 |bs wio LT 26" Dx22"Wx 20° H E239"Wx 21.5°Dx 19° 38 Ibs wio LT
F19"Wx15°D 19°"Wx15°D
Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd
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MA-MIEGU | MA-MGBGULT MA-MB8U | iV‘IA-MEL.ILT

10U SLANT MIXER RACK - 18 1/4™ MOUNTABLE DEPTH / 6U VERTICAL RACK SYSTEM wiTH FULL 10U SLANT MIXER RACK - 18 1/4” MOUNTABLE DEPTH / BU VERTICAL RACK SYSTEM WiTH FULL
ACCESS REAR HINGED DOOR & LAPTOP SHELF (MA-MGULT ONLY) ACCESS REAR HINGED DOOR & LAPTOP SHELF (MA-MBULT ONLY)
DIMENSIDNS WEIGHT: DIMERSIONS WEIGHT:
MA-MEULT MA-MEL a0 |bes wi LT MA-MEULT MA-MAU 24 [bs wi LT
20T D Wxdd™H EXTEROR: 239 Wx 219 Dx 22" H 43 bswio LT TEAIOR: 26" D x 42" Wx 2i™ H TERDR: 239 WX 219  Dxédb™ H 46 1bs wio LT
19" Wx13" D ' EF19"Wx 15" D

Abea Avaikahis

MA-MWW
SI0E WING FOR M-SERIES
SLANT RACKS, FITS 6U & UP

S3aASvO avod LHOINd

10U SLANT MIXER RALK - 18 1/4" MOUNTABLE DEFTH / 100 10U SLANT MIXER RACK - 18 1/4" MOUNTABLE DEPTH / 120 10U SLANT MIXER RACEK - 18 1/4" MOUNTABLE DEPTH /14U

VERTICAL RACK SYSTEM wiTH FULL ACCESS DOOR VERTICAL RACK SYSTEM wiTw FULL ACCESS DODOR VERTICAL RACK SYSTEM wiTH FULL ACCESS DOOR & CASTER
DIMENSIONS WEIGHT DEMENSIONS WEIGHT: DIMENSIONS WEIGHT.
(238" Wx 115" Dx 29" H ol Ibs - Feed” Dx2la"Wx32.8" H o4 |bs TEROR: 24" D x 210" Wx 3b" H 62 lbs

Removable rear hinged door

i, on all combo cases

MA-M16UW | MA-IVIMBGWULT MA=-T1T1TM16UW
100 SLART MIXER RACK - 18 1/4" MODUNTABLE DEPTH £ 160 WERTICAL RAGK SYSTEM wiTH 11U SLANT MIXER RACK - 18 1/4" MOUNTABLE DEFPTH 7 160
FULL ACCESS AEAR HINGED DOOR, CASTER KIT & LAPTOP SHELF (MA-MTGUWLT ONLY) VERTICAL RACE SYSTEM witH FULL AGGCESS BREAR HINGED
DIME NSIONS WEIGHT: DOOR & CASTER KIT
MA-MT GLUWLT MA-MTGUW 110 Ihg w/ LT DIMENSIONS WEIGHT

225" Wx26"Dxd45° H EXTI (238" Wx M5 Dx 407 H 891 bz who LT T 23 Wx 22D x 44" H U |bs

19" Wx 15D
Eouspimant shanys it cade MOT incioded. Spacaioaliods e suhisct fo chaagd mthaod nobica
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Rear view of the case

MA-1TTMI16UCT MA-11TM16UCTLT

11U SLANT MIXER RACK - 18 1/4" MOUNTABLE DEPTH / 16U VERTICAL RACK SYSTEM wiTH FULL ACCESS REAR
HINGED DOOR, FOLD OUT TABLE, CASTER KIT & LAPTOP SHELF (MA-TTMTGUCTZLT ONLY)

DIMENSIING
MA-TIMIBUCTLT
6" Wx 225" Dx45" H
F18°Wx 13" D

MA-TIMABLCT

MA-1T1TM16UCT2 MA=-1T1TM16UCT2LT

11U SLANT MIXER RACK - 18 1/4" MOUNTABLE DEPTH / 16U VERTICAL RACK SYSTEM witH FULL ACCESS REAR

20" Wx22"Dx 40" H

WEIGHT
105 [k w LT
21 Ibs wio LT

HINGED DOOR, 2 FOLD OUT TABLES, CASTER KIT & LAPTOP SHELF (MA- 1TMTGUCTZLT ONLY)

DIMENSIONS
MA-11M1BUCTELT
26" Wx225"Dx45"H
19°Wx 15" D

MA=-14M4aU

14U SLANT MIXER RACK / 4U YERTICAL RACK 5YSTEM WiTH
FULL ACCESS REAR HINGED DOOR & BACK RACK RAILS

SPECIFICATIONG:

www.marathonpra.com |

MA-14aM10UW
14U SLANT MIXER RACK / 10U VERTICAL RACK SYSTEM
WITH FULL ACCESS REAR HINGED DOOR, BACK RACK RAILS
& CASTER KIT
SFECIFIGAT KNS;

| W I'I'I-E'J.ﬂ'r:ll'Fl'l:l.I?:l'."'l'l I

MA-TIMIBUCTR
B Wx22°Dx 40" H

WEIGHT
110 Ibs wi LT
100 [bs wia LT

MA-14MGU

14U SLANT MIXER RACK / 6l VERTICAL RACK SYSTEM WiTH
FULL AGCESS REAR HINGED DOOR & BACK RACK RAILS

SPECEFICATIONS:

WA, A aEhanpl ocom |

MA=-1aM16UW
14U SLANT MIXER RACK / 16U VERTICAL RACK SYSTEM
WiTH FULL ACCESS REAR HINGELD DOOR, BACK RACE HAILS
& CASTER KIT
EPECIFICATIONS:
* WL mar athonprocom |

A

K

VAR THY TS

Pl T AT T

MA=-14ME8U

14U SLANT MIXER RACK / 8U VERTICAL RACK SYSTEM WiTH
FULL ACCESS REAR HINGED DOOR & BACK RACK RAILS

SPECIFICATONG:

VIS Wi, marathongna, com |

MA-14aMI1E6UWZ2T
14U SLANT MIXER RACK / 16U VERTICAL RACK SYSTEM wir
FULL ACCESS REAR HINGED DOOR, 2 FOLD OUT TABLES,
BACK RACK RAILS & CASTER KIT
SFELIFICAT NS

1 WhAnW. Mad atnompro. com |

i e Farmper? i S e

Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd
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MA-M802E MA-ME04E MA-MEB0G6E

BU SLANT MIXER RACGK - 147 MOUNTABLE DEFTH £ 20U VERTIGAL  8U SLANT MIXER RAGK - 14" MOUNTABLE DEPTH ¢ all VERTIGAL  BU SLANT MIXER RACK - 14" MOUNTABLE DEPTH £ 86U VERTIGAL

RACK SYSTEM wimH FULL ACCESS DOOR (ECONOMY) RACK SYSTEM wiTH FULL ACCESS DOOR (ECONOMY) RACK SYSTEM wimH FULL ACCESS DOOR (ECONOMY)

DIMENSIING WEIGHT DIMENSIING WEIGHT: DIMENSIING WEIGHT:
21" Wx19°Dx 13" H 29 |bs 219 Wx18° Dx 17" H 32 |bs 215°Wx19°Dx 205" H 35 Ibs
19" Wx 145" Dx 10.75" H } 19" Wx145°Dx 14" H | n19°Wx145"Dx 18" H

MA-MC102P MA-MC1049P MA-MC106P

S3aASvO avod LHOINd

10U SLANT RACK / 2U VERTICAL RACK SYSTEM CARPET CASE 10U SLANT RACK / 4U VERTICAL RACK SYSTEM CARPET CASE 10U SLANT RACK / 6U VERTICAL RACK SYSTEM CARPET CASE
WITH REAR ACCESS DOOR. RECESSED MOUNT HARDWARE wiTH REAR ACCESS DOOR. RECESSED MOUNT HARDWARE WITH REAR ACCESS DOOR. RECESSED MOUNT HARDWARE
DIMENSIING WEIGHT, DIMENSIONS WEIGHT; [IMENSIONS WEKGHT.
‘215" Wx225"Dx 17" H 44 Ibs 215" Wx 225D x 20" H 48 Ibs 215" Wx 225" Dx 235" H 48 Ibs

WA RO TN HRemavable rear access aoor
Mt MCTOTEWRTRD on all carpel rack cases
MA-MC108P MA-VMIC10168WEPRO | MA-MC10168WE tconomy
10U SLANT RACK / BU YERTICAL RACK SYSTEM CARPET CASE 100 SLANT RACK ¢ 16U YERTICAL RACK SYSTEM CARPET CASE wirH REAR ACCESS DOOR, RECESSED MOUNT HARDWARE
WTH REAR ACCESS DDOR. RECESSED MOUNT HARDWARE & CASTER KEIT
DIMENSEONS WEIGHT; DIMENSIONS WEIGHT:
R21.5"Wx225°Dx 25.5"H 25 Ibs AOR 219" Wx 225" Dx 17 H g4 lbs
Eouspimant shanys it cade MOT incioded. Spacaioaliods e suhisct fo chaagd mthaod nobica
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MA-2UED MA-SUED MA-dAUED

2U DELUXE EFFECTS RACK | 14" BODY DEPTH U DELUXE EFFECTS RACK | 14" BODY DEPTH 4U DELUXE EFFECTS RACK | 14" BODY DEPTH

DEMENSIONS WEIGHT: DIMENSIONS WEIGHT. DIMENSIONS WEIGHT:
E3ETWx 1" Dx22"H 19 Ibs 22" Wx21"Dx 58 H 24 Ibs 22°Wx21"Dx94"H 26.5 Ibs
19" Wx 125" Dx3./5°H . 19" Wx125°Dx4"H N 19 W 125" Dx8" H

MA-GUED MA-B8UED MA-10UED

G6U DELUXE EFFECTS RACK | 14" BODY DEPTH BU DELUXE EFFECTS RACK | 14" BODY DEPTH 10U DELUXE EFFECTS RACK | 14" BODY DEPTH
[MERSIING WEIGHT: DIMENSIONS WEIGHT. DIMENSIONS WEIGHT:
ROR: 22°Wx21"Dx 13" H 27.5 lbs E 22"Wx21"Dx 165" H 37 Ibs EROR: 22°Wx 21" Dx 20" H 38 |bs
19" Wx 125" Dx 10°H qeor 19" Wx 125" Dx 15° H TeERoR: 19" Wx 125" D x 19°H
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MA-2UAD MA-3UAD MA-a4UAD

2U DELUXE AMPLIFIER RACE | 18" BODY DEFTH all DELUXE AMPLIFIER RACK ' 18" BOLY DEFTH AU DELUXE AMPLIFIER RACK | 187 BODY DEFTH

DIMENSIDNG WEIGHT: JIMENSKING WEKHT. DIMENSIO NS WEIGHT:
(22" Wx22°DxB"H 18 |bs 21" Wx 225" Dx1/H 20 Ibs - 2" Wx 25" Dx 95" H 23 lbs
19"Wx16"Dx 4" H NTERIOR: 19" Wx 16" Dx o™ H 3 19°Wx 16" Dx5"H

"Lagiars are aply raciudad on modale ardrng weth S “Lasfars ard pnly incloged on magals aatkrs wrih "W
MA-6UAD MA-BUADW  MA-BUAD MA-10UADW  MA-10OUAD
6U DELUXE AMPLIFIER RACK | 18" RODY DEPTH 80 DELUXE AMPLIFIER RACK - 18" BODY DEPTH wH CASTERS 10U DELUXE AMPLIFIER RACK - 18" BODY DEPTH wiTH CASTERS
DIMENSIONS WENSHT: DIMENSIONS WEIGHT DIMENSIONS WEIGHT
22" Wx 25" Dx 13" H 27 Ibe EROR 22°Wx 25" Dx 18" H 47 Ibs wi Caster EXTERIR. 22" W x 25" D x 20" H 47 Ibs wi Caster
19" Wx 16" Dx 7" H { 19"Wx 16" Dx 14" H 35 Ibs wio Caster H 19" Wx16"Dx 18" H 35 Ibs wio Caster
Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd
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“Gasters are only incloded on models ending with “W" “Casters are only included on medels @ ading wilth “W™ “‘Gasters are only incloded or models ending with “W"

MA-12UADW  MA-12UAD MA-14AUADW MA-14UAD MA-16UADW MA-16UAD
12U DELUXE AMPLIFIER RACK - 18" BODY DEPTH wiTH CASTERS 14U DELUXE AMPLIFIER RACK - 18 BODY DEPTH wiTH CASTERS 16U DELUXE AMPLIFIER RACK - 18" BODY DEPTH wiTk CASTERS

DIMENSIONS WEKHT OIMENSIOMNS WEIGHT: BIMENSIONS WEIGHT
2 Wx25"Dx 20°H 7 |bs w Caster 2" Wx25"Dx 27" H 71 b5 wi Caster ROR; 22°Wx25"Dx31°H T8 |bs wi Caster
19" Wx1e"Dx 18" H ? |bs wis Caster : 19" Wxie"Dx 25" H Bd |bs win Castar | 19" Wx1e"0Dx 28" H &1 |bs wio Caster

S3aASvO avod LHOINd

*Casters are only incloded on models ending wath “W *Casiers are only included an medels ending wellh 9"

MA-18UADW MA-18UAD MA-20UADW MA-20UAD MA-S3UADW
18U DELUXE AMPLIFIER RACK - 18" BODY DEPTH wiTH CASTERS 20U DELUXE AMPLIFIER RACK - 187 BODY DEPTH wirik CASTERS 33U DELUXE AMPLIFIER RACK - 18" BODY DEPTH Wi CASTERS

DIMENSIONS WEKEHT OIMENSIONS WEIGHT: DIMENSIONS WEIGHT
P Wx25"Dx34"H 83 bz v Caster P2"Wx25"Dx 34" H B3 Ibs w Caster 2" Wx25"Dx34"H B3 |hs v Caster
19" Wx16"Dx 33" H b |bs wio Caster ’ 19" Wx 16" Dx33"H Bo b5 wio Caster i 10" Wx16"Dx 33" H g6 |bs wio Caster

MA-12UAD21W
12 DELUXE AMPLIFIER RACK - 21" BODY DEPTH wiTH MA-WADZ21 CASTER KIT
DIMENSIONS WEIGHT:
» 215" Wx 21" Dx 23" H 40 |bs
MA-16UAD21W
16l DELUSE AMPLIFIER RACK - 217 BODY DEPTH with MA-WADZ1 CASTER KIT
DIMENSHING WEIGHT:
215 " Wx21"Dx 31°H 53 lbs
MA-10UAD21W MA-d4d4UAD36W
10U DELUXE AMPLIFIER RACK - 217 BODY DEPTH wiTH MA-WADZ21 CASTER KIT 441 DELUXE AMPLIFIER RACK - 36" BODY DEFTH wiTH CASTER KIT
DIMENSHING WEIGHT: DIMENSHING WEIGHT:
ME" Wy 21" Dx 20" H 5 |hx I WhanA, M Athampha. com | I

Eaipmad hents i cake NOT facluded, Spedfcalions are subisct fo chaoge mithaot nolica
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Surrounded with 1 1/2" inch of protective foam
for maximum protection

MA-10UADSMZ21W MA-12UADSMVM21W

100 SHOCEMOUNT AMPLIFIER RACK =217 BODY DEPTH wiTH MA-WAD21 CASTER KIT 12U SHOCEMOUNT AMPLIFIER RACK - 21" BODY DEPTH wiTh MA-\WADZ1 CASTER KIT
DEMENSIONS WEIGHT DIMENRSIONS WEIGHT

2B Wx 29" Dx235°H 80 Ibs B "Wx20"Dx27H 88 |bs

1975 " Wx 21" Dx 175" H N 1975" Wx21°Dx 21°H

MA-14aUADSM21W MA-16UADSMVM21W

14U SHOCKMOUNT AMPLIFIER RACK - 21" BODY DEPTH wiTH MA-WADZ1 CASTER KIT 16U SHOCKMOUNT AMPLIFIER RACK - 21" BODY DEPTH wWiTH MA-WADZ1 CASTER KIT
DEMENSKING WEIGHT DIMENRSIONS WEIGHT
2" Wx29 Dx3lo™H 110 lbs ; E"Wx28"Dx34"H 112 Ibs
19/ " W21 Dx 245" H WIERDR: 19./2 Wx 21 Dx /8" H
Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd
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MA-KEG1TW MA-KB76W

61 NOTE KEYBOARD CASE wWiTh Z-LOCK FOAM & WHEELS 76 NOTE KEYBOARD CASE WiTh Z-LOCK FOAM & WHEELS
DIMEMNSIONG WEIGHT DIMENSN) NG WEIGHT:
A"Wx21"Dx 10" H 40 Ibs 25 "Wx20"Dx 10" H 21 lbs
4" Wx18"Dx4"H N " Wx18"Dx4"H

MA-KBEBS88W

88 NOTE KEYBOARD CASE wimk Z-LOCK FOAM & WHEELS

DIMEMSIINS WEIGHT:
EE3"Wx25°"Dx 10°H &0 Ibs

61" Wx23"Dx45"H

S3aASvO avod LHOINd

MA-LP | LPE ooy MA-LPHW | MA-LPHWE &conony

DELUXE LF CASE, HOLDS UP T0 80 PIECES LS DELUXE LF CASE wirH FULLOUT HANDLE & LOW PROFILE WHEELS, HOLDS UP TQ 100 LS
DIMENSIONS WEIGHT. DIMENSIONS WEIGHT;
15"Wx15"Dx 15" H 20 Ibs EXTERIDA: 15" Wx 15" Dx 15" H 18 Ibs

MA-CD100 MA-CD150W
HEAVY DUTY DELUXE CD CASE wiTH 4 INTERIOR ROWS, HOLDS UP TO 100 PIECES CD CASES HEAVY DUTY DELUXE CD CASE waTH 4 INTERIOR ROWS & LOW PROFILE WHEELS, HOLDS UPTO
DIMENSIONS WEIGHT 150 PIECES JEWEL CD CASES
7" Wx 16" Dx 9" H 97 |bs DIMENSIONS WEIGHT:
E5"Wx14"D x 4.5" leach slof) B (2" Wx16"Dx 9" H 27 lbs

1:55"Wx 14° D x 4.5° [each slot)

Eaipmad hents i cake NOT facluded, Spedfcalions are subisct fo chaoge mithaot nolica
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MA-WMVI4U MA-WIVIEGU

dU 197 RACKMOUNT CASE Witk MICROPHONE STORAGE BU 19° RACKMOUNT CASE witH MICROPHONE STORAGE

UIMENSIONG WEIGHT: VIMEMSHING WEIGHT.
105" Wx 215" Dx9"H 31 Ibs o 195" Wx 21.5"Dx 13°H 35 Ibs
10" Wx 11.5"Dx 8"H NTEROE: 19" W x 11.5°Dx 105" H

e
=
x""-.l-., .-i"-

MA-WIRELESS MA-MIC125 MA-MIC18S
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CASE FOR WIRELESS MICROPHONES + ACCESORIES waTH PICK & MICROPHONE CASE wiTh STORAGE COMPARTMENT, HOLDS UP  MICROPHONE CASE witd STORAGE COMPARTMENT, HOLDS UP
FIT FOAM & DOUBLE LOCK WiTH KEY TO 12 MICROPHONES TO 18 MICROPHONES
DIMENSIONS WEIGHT: DIMENSIONS WEIGHT DIMENSIONG WEIGHT

215" Wx19"Dx45"H 101bs ERE: 14" Wx 10.25" D x 15.25"H 12 Ibs TERIOR: 22.5"Wx 11" Dx 15.5"H 17 lbs

SMALL ATA STYLE UTILITY CASE witH PICK & FOAM - FITS LARGE ATA STYLE UTILITY CASE wiH PICK & FOAM - FITS DIGITAL RECORDING UTILITY CASE wiTH PICK & FOAM
PRODUCTS MEASURING UPTO 11 X 3" X 9.5" Wik LOCK & KEY  PRODUCTS MEASURING UP TO 21,757 X 3.5" X 15.5" WimH LOCK DIMENSIONS WEIGHT:
= WEIGHT it chi0f: 25°Wx 1857 D x 9.5 H 16.5 Ibs
1" Wx125°Dxe™H 6.5 lhs DIMENSIONS WEIGHT:
1 235" Wx15"DxT"H 12 Ibs
Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd
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MA-PLASMA32W

UNIVERSAL CASE FOR 32" PLASMA MONITORS wiTd HEAVY DUTY ADJUSTABLE FOAM
GUARDS & SLIDERS
DIMENSIONS WEIGHT

| vawrw. mar atnonpeo.com |

MA-PLASMA42W

UNIVERSAL CASE FOR 42" PLASMA MONITORS witd HEAVY DUTY ADJUSTABLE FOAM
GUARDS & SLIDERS
DEMENSKING WEIGHT
A9 Wx 16" D x 327 H 1071 [bs
5" Wx14"Dx 14.25"H
(3O Wx 127 D x 14,257 H {with adjustable foam guards)

MA-PLASMVMAA4ABW

UNIVERSAL CASE FOR 46" PLASMA MONITORS Wiy HEAVY DUTY ADJUSTABLE FOAM
GUARDS & SLIDERS

OMENSKNGS WEIGHT
| . mar athongng.com

MA-PLASVIASOW

UNIVERSAL CASE FOR 307 PLASMA MONITORS witH HEAVY DUTY ADJUSTAELE FOAM
GUARDS & SLIDERS
DMENSIONS WEWGHT
R 505" Wx 1575" D x 385" H 119 |bs
5725 Wx 13.75" Dx 185°H
:52.25" Wx 12.25° D x 17.75" H (with adjustable foam guards)

MA-PLASVIAG3W

UNIVERSAL CASE FOR 63" PLASMA MONITORS Wit HEAVY DUTY ADJUSTABLE FOAM
GUARDS & SLIDERS
DEMENSKINS WERGHT
RBA25"Wx 17.25" D x 40.25" H TBA
66.22" Wx 155" Dx 19"H
(6125 Wx 14.25° D x 19.5° H (with adjustable {oam guards)

MA-2PLASMA32W

UNIVERSAL CASE FOR TWO (2 )32" PLASMA MONITORS wirH HEAVY DUTY
ADJUSTABLE FOAM GUARDS & SLIDERS

DIMENSIINS WElEHT
| W I'I'E'-El1|'=:i'1|:1' 0G0 |

MA-2PLASMA42W

UNIVERSAL CASE FOR TWO (2) 42" PLASMA MONITORS wirH HEAVY DUTY
ADJUSTABLE FOAM GUARDS & SLIDERS
DIMEMSIONS WEIGHT
a2 22" WxZd"Dx 34" H 140 lbs
2" W19 Dx 16257 H
A5 20Wx 8.757 D x 15.45" H [each skt with adjustable foam guards)

MA-2PLASMA4B6W

UNIVERSAL CASE FOR TWO (2) 46" PLASMA MONITORS wirH HEAVY DUTY
ADJUSTABLE FOAM GUARDS & SLIDERS

DIMENSIONS WEIGHT
www.marathonpro.com

MA-2PLASMASOW

UNIVERSAL CASE FOR TWO (2) 50" PLASMA MONITORS wirH HEAVY DUTY
ADJUSTABLE FOAM GUARDS & SLIDERS
DIMENSIONS WEIGHT
59.5"Wx23" Dx 385" H 156 Ibs
ST.25"Wx 21" Dx 185" H
52.25" Wx 8.75" D x 17.75" H {each slot with adpstable foam guards

MA-2PLASMAG3W

UNIVERSAL CASE FOR TWO (£) 63" PLASMA MONITORS wirH HEAVY DUTY
ADJUSTABLE FOAM GUARDS & SLIDERS

DIMEMSIONS WEIGHT
68,20 " Wx 22.5° Dx 40,25 H TBA
66.20" Wx 195" Dx 19" H
61.25" Wx 9° D x 19.5" H (each slot with adjustable foam guards)

MARATHON'
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MA-SLDC100 MA-SLDC200WwW MA-UT3IOW

UTILITY TRUNK CASE WTH INTERIOR DIMENSIONS OF 22"W X UTILITY TRUNK CASE witH INTERIOR DIMENSIONS OF 31"W X UTILITY TRUNK CASE wmH FOAM LINED INTERIOR, EASY SLIDE
10"0 X 227H, FOAM LINED INTERIOR & RECESSED HARDWARE 2070 x 14"H, FOAM LINED INTERIOR, RECESSED HARDWARE & DIVIDER & CASTERS

IMENSIONS WEIGHT LOW PROFILE WHEELS DIMENSIONG WEIGHT:
23 Wx23"Dx10"H 27 |bs DIMERSIONS WEIGHT: RS Wxie"Dx 34" H 5 bs
A T7E"Wx20"Dx5"H NE"Wx15"Dx21"H 38 lbs i R "Wy 135" 0y 74" H

20" Wx20°Dx 4./5" H

—~"

MA-TUTZ21 MA-TUT25W MA-TUT30W
UTILITY TRUNK CASE wirs INTERIOR DIMENSIONS OF 21"W x  UTILITY TRUNK CASE wims FOAM LINED INTERIOR, RECESSED  UTILITY TRUNK CASE witH EASY SLIDE DIVIDER, FOAM LINED
15"D X 21°H, FOAM LINED INTERIOR & RECESSED HARDWARE  HARDWARE, CASTERS & STACKING GASTER PLATES INTERIOR, RECESSED HARDWARE & CASTERS
JIMENZHI NS WiclsHT DIMENSIONS WEKHT: MM ENEIONS WEIHT:
% 21"Wx 25" Dx 12" H 37 Ibs e 31°W X 26°D X 35.25H 70 Ibs R 31" Wx 22° D x 34" H 79 Ibs
1875°Wx 135" D x 18" H TERoR: 28.5°W X 23.5°D X 32.25°H NTEROR: 28.25° W x 19.25° D x 24° B

0
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MA-TUTS0OW MA-TUTZ2230W MA-TUTA430W
UTILITY TRUNK CASE wiry 2 EASY SLIDE DIVIDER, FOAM LINED  UTILITY TRUNK CASE Wiy FOAM LINED INTERIOR, RECESSED  UTILITY TRUNK CASE wiTH 2 EASY SLIDE DIVIDER, FOAM LINED
INTERIOR, RECESSED HARDWARE, CASTERS & STACKING HARDWARE & CASTERS INTERIOR, RECESSED HARDWARE, CASTERS & STACKING
CASTER PLATES T R CASTER PLATES

DIMENSIING WEIGHT . 30"W X 22.5°D X 75.95"H B3 Ibe [AMENSKING WEIGHT:

51°W X 31°D X 32.25°H 150 Ibs _ 97 5"W X 20"D X 22.25°H - 44"W X 30"D X 25.25"H 119 Ibs
CABSTW X 285°D X 32.25"H N C41S"W X 275D X 22.257H
Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd
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MA-222222W MA-271822W MA-441917W

UTILITY TRUNK CASE wiTH FOAM LINED INTERIOR, RECESSED  UTILITY TRUNK CASE wmH FOAM LINED INTERIOR, RECESSED UTILITY TRUNK CASE wiTH 2 EASY SLIDE DIVIDER, FOAM LINED

HARDWARE & CASTERS HARDWARE & CASTERS INTERIOR, RECESSED HARDWARE & CASTERS

DIMENSIONS WERGHT: HIMENSIDNS WEIGHT; DIMERSIONG WEKGHT
22°W ¥ 22°0 X 32.5°H TBA 27"WX 22D X 185'H TBA 44"WX17°D X 18.5°H TBA
195" WX 18.5°D X 19.5°H NTEROR: 24.5"W X 19.5°D X 15.5"H 41.5'WX 145°D X 15.5°H

MA-442322W MA-A442722W MA-201616

S3aASvO avod LHOINd

UTILITY TRUNK CASE Witk FOAM LINED INTERIOR, 2 EASY SLIDE  UTILITY TRUNK CASE witH FOAM LINED INTERIOR, 2 EASY SLIDE  UTILITY TRUNK CASE wiTH FOAM LINED INTERIOR & RECESSED
DIVIDERS & CASTERS DIVIDERS & CASTERS HARDWARE
DIMENSIONS WENGHT: DIMENSIONS WEIGHT: DIMENSIONS WEKGHT
41.5"W X 19.5°D X 19.5°H TBA 41.5"W X 18.5°D X 26.5°H TBA 21"Wx 17 Dx17T°H TEA
44"W X 22°D X 22.5°H ' CATW K 22°D X 28°H 185'Wx 1425°D x 15°H

MA-241820W MA-303724W MA-603724a4W
UTILITY TRUNKE CASE witk FOAM LINED INTERIOR, RECESSED  UTILITY TRUNE CASE Wite 2 EASY SLIDE DIVIDER, FOAM LINED  UTILITY TRUNE CASE wiTH 2 EASY SLIDE DIVIDER, FOAM LINED
HARDWARE, CASTERS & STACKING CASTER PLATES INTERIOR, RECESSED HARDWARE, CASTERS & STACKING INTERIOR, RECESSED HARDWARE, CASTERS & STACKING
BIMENGIO IS WERT. CASTER PLATES CASTER PLATES
95"W x 2170 x 19°H TBA DIMENSIONS WEIGHT: DIMENSIONS WEIGHT:
EP25'Wx1e5Dx 18 /5°H [ B Wx31"Dx 25"H 184 ETERDAB1. S X 317 X 2407 [BA
HT a2 We 282D x 22H : L AT T

Eouspimant shanys it cade MOT incioded. Spacaioaliods e suhisct fo chaagd mthaod nobica

MARATHON' sS9




C20°W x 117D x 18.57H [each slot)
C19.5"Wx 15.25"0 x 7.5"H (each slol)
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MA-WAD MA-MW
3 1/2" CASTER KIT FOR RACK CASES WITH BRAKES ON TWO SIDE WINGS FOR M-SERIES SLANT RACKS FITS 6U AND UP
FRONT WHEELS - FITS UP T0 18" DEEP RACK CASES PRICED AS A PAIR - SOLD IN PAIRS - INCLUDES 1 PIECE 1U RACK

SHELF THAT CAN BE USELD IN THE RAGK SYSTEM TO STORE THE
MA-\WADZ2"1 WINGS
3 1/2" CASTER KIT FOR RACK CASES wiTH BRAKES ON TWO
FRONT WHEELS - FITS UP T0 21" DEEP RAGK CASES

MA-BEBBE

ADJUSTABLE BATTLE BRIDGE FOR 12" NON-
RACK MOUNTABLE D.J MIXERS {PAIR)

‘A—1 USLRAT
10 METAL SLIDING RACE THAY

s0

MA-1TUVP

1U VENT RACK PANEL

MA-2UVP

ZU VENT RACK PANEL

MA-BUVP

dU VENT RACK PANEL

MA-4AUVP

4U VENT RACK PANEL

Eqinpran shdwit in

www.marathonpro.com

MA=-IVIH250W MA-M2Z2H250W MA-2IVIHS75W

LIGHTING CASE TO HOLD ONE (1) ELATION POWERSPOT 250, LIGHTING CASE TO HOLD TWO (2) ELATION POWERSPOT 250, LIGHTING CASE TO HOLD TWO (1) ELATION POWERSPOT 575 oR

DESIGN SPOT 250 or ANY SIMILAR SIZED MOVING HEAD wite  DESIGN SPOT 250 or ANY SIMILAR SIZED MOVING HEAD wre  ANY SIMILAR SIZED MOVING HEAD wirH CASTER

LASTER CASTER DIMENSIONS WEIGHT

UIMENSIONS WEKHT DIMENSIONS WEIGHT; AW x11"Dx 185 H bl |bs
A5"Wx ?2"Dx 28°H 100 Ihs 29"Wax21"Dx19"H 140 Ibs

MA-2URDW

2UMETAL DRAWER FOR RALK CASES WiTH LOCK

MA-SURDW

JUMETAL DRAWER FOR RALK CASES WiTH LOCK

MA-AURDW

AU METAL DRAWER FOR RALK CASES WiTH LOCK

Pl %, AT =

P AT HIE T

P8R 0T HOM

MA-T1UBP

1 ELANK RACK PANEL

MA-2UBP

2l BLANK RACK PANEL

MA-2UBP

JU BLANK RACK PANEL

MA-4AUBP

4 ELANK RACK PANEL

case NOT includad Spec
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(RLIGHT

by MIARATHON®

These cases are light but very durable. Organize your CD's and LP's that features steel laminated to plywood construction with metal corners. Locks and latches to hold and secure
your gears and other stuffs. Sleek designs from our eLight™ Series laptop cases with protective foam and storage space!

MA-ECD3 BLK| MA-ECDS3 SIL MA-ECD4d BLK | MA-ECD34 SIL
EURO STYLE GD GASE WiTH 3 INTERIOR ROWS, HOLDS LIP TO 65 CD JEWEL CASES. EURO STYLE CD CASE WiTH 4 INTERIOR ROWS, HOLDS UP TO 100 CD JEWEL CASES.
AVAILABLE N SILVER & BLACK AVAILABLE N SILVER & BLACK
DIMENSIING VWEIGHT: DMENSKING WEIGHT:
i 165 DX 14"Wx 7" H 6 Ibs - 23" DX 12" Wx 7.25"H 8 Ibs

S3aASvO avod LHOINd

MA-ETTBLK | MA-ETT SIL MA-ELPBLK MA-ELP SIL
EURO STYLE TURNTABLE CASE FOR 1200 STYLE TURNTABLES. AVAILABLE IN SILVER & BLACK EURO STYLE RECORD/LP CASE, HOLDS UP TO 80 LP'S. AVAILABLE IN SILVER & BLACK
DIMENSIONG WEIGHT: DEMENZIONG WEIGHT:

L 2" Dx 14" WX 7.5" H 6 Ibs BOEAOR 14" Dx 11" Wx 15" H 8 lbs

MA-ELTS BLK wilh shoulder sirap
MA=ELT BLK | MA=ELT SIL MA=ELTS BLK  MA-=ELTS SIL
EURO STYLE LAPTOP CASE, HOLDS UP TO 17" LAPTOP. AVAILABLE x SILVER & BLACK EURO STYLE LAPTOP CASE WITH SIDE STORAGE FOR ACCESSORIES, HOLDS UP TO 17" LAPTOP.
DIMENEKING WEIGHT: AVAILABLE IN SILVER & BLACK
18.25"Dx 16"Wx 525" H 8 Ibs DIMENSIONS WEIGHT:

2457 Dx1B5 " Wx55"H 8 Ibs
Egapmant shonr i case NOT iacloded. Spasifcahions are suhisct fo change milbood nobica
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MA-STANDT
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MA-DJSTANDZ26 nmina
LNIVERSAL DJ FOLD QUT STAND FOR MIXER SLANT CASES 26"
HiGH, HOLDS MA-MZU UP TO Ma- el COMBO CASES & SMALL
FORMAT [J COFFINS
HIMENSIIRS

19"W X 18°D X 28°H

WEIGHT:
23 |bs

MA-TABLE MA-TABLEA4S

UNIVERSAL DJ FOLD OUT TABLE
UIMENSIINS
JoTW R 2170 X 30°H MA-TASLE
A 48"W A 2170 X 30°H MA-TASLE4S

WEIGHT:
18 Ibs

&2 wwwmarathonpro.com

UNIVERSAL DJ FOLD OUT STAND WITH INTEGRATED TABLE TOP
& SHELF COMBO
DIMENSIONS WEIGHT:

DA"WX 185D X 37'H 50 Ibs

MA-STANDTMINI

UNIVERSAL DJ FOLD OUT STAND WITH INTEGRATED TABLE TOP
& SHELF COMEBOD

DIMENSIING WEIGHT
I0"WX1825°D X 37°H TEA

Easy to fold with
heavy duty handle

-

MA-DJSTANDI32 nura
UNIVERSAL D FOLD OUT STAND FOR MIXER SLANT CASES 32"
HIGH. HOLDS MA-KZU UP TO MA-MEU COMBD CASES & SKALL
FORMAT [DJ COFFINS
DIMENSO NS

19" WA 18D X 32°H

WEIGHT,
265 |bs

UIMENSHINS

F2PW R 2170 K 307H (36°W sach table)

MA-DJSTAND FuLL SiZE

UNIVERSAL DJ FOLD OUT STAND FOR LARGE FORMAT DJ
COFFINS

DIMENSIONS
P 3IWX 185D X3T°H

WEIGHT:
40 |bs

MA-DJSTANDI36 nvira
UNMNERSAL DJ FOLD QUT STAND FOR MIXER SLANT CASES 36"
HIGH, HOL DS MA-RMZU UP TO MA-MaL COMBO CASES & SMALL
FORMAT DJ COFFINS
DIRENSIINSG

S18"W A 18°0D X 36°H

WEIGHT:
A |bs

Jper case with flded legs inside

MA-TABLEVZ2

TWO [2) 36" UNIVERSAL DJ FOLD OUT TABLE wiTH LOW PROFILE WHEELS
WENGHT:
45 lbs
Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd




MARATHON MA-LTPAK

COMPFLETE UNIVERSAL PORTABLE LAFTOP STAND PACKAGE WitH MA-LTS STAND
sHELF
INCLLIDES WEIGHT

1 (ONE) MA-LT UNIVERSAL LAPTOP STAND 5 Ibs

1 (ONE) MA-LTS LAPTOP STAND SHELF

SCREWS & MOUNTING CLAMPS

A2l i

!_1' ¥ .I [ | 3 MA-LT

i | e | B | UNIVERSAL PORTABLE LAPTOP STAND
DI ENSION

105" 1o 15.5" WX 12°D X 9.5° to 14.5°H

g
D
2
0
iy

Aftackable mounting clamps inclnded Stand alone Mournted or coffin case Mounted on fable

MA-IVILT

MOBILE FOLDABLE DJ LAPTOP STAND wrH ADJUSTABLE SHELF & QUICK RELEASE
BUTTON FOR EASY FOLD & TRANSPORT

FEATURES

Quick redease button for easy fold and transport

Adjustable shelf to store sound cards or other devices

Folds flat

Made from stainless steel

Carrying case

DIMENSH)NG WEIGHT
' 105"W A 10.25°D X 12°H 2 Ibs
2. 40"W R 2570

Jwick release puill-ou? buttan MA-MLT carryimg hag
for easy fold & fransport

Equnpimast shawn NOT inciafod, Soecifcahsns ars sulbyec o sfstngs wiibout Hetics
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Kevboard & Mic Stands

MA-KBS1X

HEAVY DUTY SINGLE BRACE MULTI-PURPOSE KEYBOARD X-STAND
FEATURES

Single Braced

nan-marking rubber end caps

Holds medium fo full sized keyboards & DJ equipments

0
a
2
i
0

VMA-KBS1XPRO

HEAVY DUTY SINGLE BRACE MULTI-PURPOSE KEYBOARD X-STAND
WITH QUICK RELEASE TRIGGER
FEATURES

Single braced

Quick release trigger

non-marking rubber end caps

Foldable for easy storage

Holds medium to full sized keyboards & DJ equipments

e

I VIA-VICSO0O6
MICROPHONE STAND WITH BOOM & FOLDABLE BASE
FEATURES

Adjustable height

foldable base

Made from stable & quility materials

(lips Included

&< wwwmarathonpro.com

Quick release trigger

VMA-KBS2X

HEAVY DUTY DOUBLE BRACE MULTI-PURPOSE KEYBOARD X-STAND
FEATLHES

Double braced

non-marking rubber end caps

Holds medium to full sized keyboards & DJ equipments

MA-KBS2XPRO

HEAVY DUTY DOUBLE BRACE MULTI-PURPOSE KEYBOARD X-STAND
WITH QUICK RELEASE TRIGGER
FEATLRES

Double braced

Quick release trigoer

r::ul-m.';er{ing II.:!III',II':!-E 2T -L:a':lE

Foldable for easy storage

Holds medium o full sized keyboards & DJ equipments

| VIA-VICSO16
MICROPHONE STAND WITH BOOM & ROUND BASE
FEATURES

Adjustable height

foldable base

Made from stable & quility materials

Clips Included

«d

Eginprmda bt 0 ciid NOT incfudad Spec Mot dre sulyact fe Sfmgd willolf malisd




MA-STZ26 MA-LTSO1

FOLDING TRIPOD SPEAKER STAND WITH MOUNTING BRACKET PORTABLE LIGHTING STAND WITH DUAL T-BARS
FEATURES FEATURES

70 [bs load capacity 100 Ibs load capacity

Mounting bracket included 1 T-Bar and 2 side bars

Safety pins
Max hesght 10f

g
D
2
0
iy

MA-LTS30T MA-TRI TRUSS5S

10 FEET PORTABLE TRUSSING SYSTEM WITH T-BARS 2 FT. TRIANGLE TRUSS SECTION FOR TRUSS 1000 SYSTEM
FEATURES FEATURES
2 x Tripods with T-bar MA-TRI TRUSS 5 5 ft. Triangle Truss section for truss 1000 system
2% 1 -Beam
200 Ibs. Max Load
P e o W I j T 7 - —-
Y ;

=

MA-TRUSS1000SYSTEM MA-TRUSS2000SG10SYS

PORTABLE LIGHTING STAND WITH DUAL T-BARS 2(TW0O) CRANK 2000 - 1{ONE) MA-50984 {10FT TRUSS) - 2(TWO) T-ADAPTERS
FEATURES FEATURES

2% Cranks 2 % Crank 2000 Tripods

2% 5 ft LTS-TRI BEAMS 1 % Truss MA-50984

2 ¥ T-Adapters Max Load 500 Ibs
MA-TADAPTER 2000 T-adapter to fit Crank 2000

MARATHON' g5
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Crank Stande
Crank Stands

MA-CRANK2000 MA-CRANK3000 MA-CRANK4000
HEAVY DUTY TRUSS CRANK STAND / MAX HEIGHT 13.2 FT - MAX  HEAVY DUTY TRUSS CRANK STAND / MAX HEIGHT 18 FT - MAX  HEAVY DUTY TRUSS CRANK STAND / MAX HEIGHT 18 FT - MAX
VERT LOAD 220 LBS VERT LOAD 550 LBS VERT LOAD 440 LBS
BIMENSIONS WENSHT: DIMERSIING WEIGHT DIMENSIONS WEIGHT:
i 157" H (13.2#) 55 Ibs e HEGHT: 189" H (15.75H) 138 Ibs e HEGHT: 218° H (18 1Y 229 Ibs
W1 68.9" H (5.7H) M HEGHT: 76.77" H (6.4t AASE DIAMETER: B3.85” (7H)
R 63" (5.25H) BASE (RAMETER: 83.85" (TH)

MA-TADAPTER2000 MA-TADAPTER4O0OO MA-TBAROO2

T-ADAPTER TO FIT CRANK 2000 T-ADAPTER TO FIT CRANK 4000 HEAVY DUTY T-BAR 4.90 FT (1.5M) CAN BE MOUNTED ON

MA-CRAN K200
MA-TADAPTER3000

T-ADAPTER TO FIT CRANK 3000

665 wwwmarathonpro.com




12" SQUARE TRUSS STRAIGHT SEGMENTS

MA-SQ164
MA-SG246
MA-SQG287
MA-SQG328
MA-SG410
MA-SQ4392
MA-SQE56
MA-S5Q705
MA-SG820
MA-S5G902
MA-SQ984

1.64FT {0.5M) SOUARE TRUSS SEGMENT

2.46f (D.75m) SQUARE TRUSS SEGMENT
2.B7t (0.875m) SQUARE TRUSS SEGMENT
3.28FT (1.0M) SQOUARE TRUSS SEGMENT
4.10FT {1.25M) SQUARE TRUSS SEGMENT
4.92FT {1.5M) SQUARE TRUSS SEGMENT

6.56FT (2.0M) SQUARE TRUSS SEGMENT
7.05FT {2.15M) SQUARE TRUSS SEGMENT
8.20FT (2.5M) SQUARE TRUSS SEGMENT
9.02FT {2.79M) SQUARE TRUSS SEGMENT
9.84FT (3.0M) SQUARE TRUSS SEGMENT

s rams

|

-x__.
—
T =

Truss Sysiemg

— A

MA-SQT05

Outside diameter: 100mm - 3 7/8 inches . € proR T
Outside tubing: 20mm - 3/4 inches MA-50452
Wall thickness: 2mm |
4-5052
Bracing: 1/4 inch O s o

' MA-50246

SINGLE TUBE STRAIGHT SEGMENTS
MA-TUBE164 1.64FT (0.5m) STRAIGHT 2" TUBE SEGMENT
MA-TUBE328 3,28FT (1.0M) STRAIGHT 2" TUBE SEGMENT
. A MA-TUBE492 4,92FT (1.5M) STRAIGHT 2" TUBE SEGMENT
MA-TUBEGSS 6,56FT (2.0M) STRAIGHT 2" TUBE SEGMENT
MA-TUBES=20 8,20FT (2.5M) STRAIGHT 2" TUBE SEGMENT
MA-TUBES84 0.84FT (3.0M) STRAIGHT 2" TUBE SEGMENT
. MA- l:]:':{.'-'ﬂ‘ HA-CA503 ;I."Ih r..:r_.:‘_ MA-BF2424
é‘"ﬁ‘ l , g%
wq RCLIP MA-BOLTM1 2 14-CAS00 MA-CASO? S F‘::‘. ¥
COUPLERS, SAFETY CLIPS & JUNCTION BOXES " 1 v A
MA-JB&W 370 6 WAY UNIVERSAL CORNER JUNCTION BOX pr— e I , -
MA-SQ1642WW S0 164 (05m) 2-WAY 90 DEGREE CORNER T e : : iaoTsiE
MA-PLASMAINIT 3287 TUBE WITH CLAMPS FOR MONITORS :
MA-CAS00 CONNECTOR PIN FOR CONICAL COUPLERS aseiz ‘{
MA-CAS501 HALF (FEMALE) COUPLER FOR BASE PLATES BASE PLATES
MA=-CAS03 HALF FEMALE COMICAL COUFLER FOR JUNCTION BOX MA- Ep"’l E"' E 127 x 12" ALUMINUM BASE PLATE FOR SQUARE TRUISS
MA-BOLTM12 ALLEN BOLT FOR HALF CONICAL COUPLER MA-BP1616 16" x 16" ALUMINUM BASE PLATE FOR SQUARE TRUSS
MA -RCLIP SAFETY CLIP FOR CONICAL COUPLER INTERCONNECTION M1 A-BP2424 24" x 24" ALUMINUM BASE PLATE FOR SQUARE TRUSS
MA-CP500 CONNECTOR PIN FOR CONICAL COUPLERS MA-BP3636 36" x 36" ALUMINUM BASE PLATE FOR SQOUARE TRUSS

MARATHON' 7
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